Date: 30-Sep-0: ARS50 ICMP Planning Form Page 1 of 1364
Task/Abbreviation: M-11011-1 / (M)UW HULL (DD) - INSP MJC: EXECMO001 Rev Date: 01/23/2003

Std Template: SitReqs: D/D Priority: Mandatory Qty: 1 Matl Forecast: NO

Lvl of Maint: Depot Freq: 51 Equip/Task: 1 Matl Cost: 6,000 ManDays: 115

Referenced Authority:
NSTM CH-997, PARA. 997-4.1

Reason: Problem Description:

BASELINE NSTM REQUIREMENT DUE

Recommended Solution:

ACCOMPLISH A VISUAL INSPECTION OF THE UNDERWATER BODY AND APPENDAGES
WHILE THE SHIP IS IN DRYDOCK AND REPORT CONDITIONS FOUND TO THE NSA.
NOTE: 1. ACCOMPLISH FIRST INSPECTION WITHIN 24 HOURS OF DRYDOCKING AND
AFTER HIGH PRESSURE WATER CLEANING OF THE HULL. 2. TO BE ACCOMPLISHED
IN CONJUNCTION WITH THE INSPECTION OF THE IMPRESSED CURRENT CATHODIC
PROTECTION SYSTEM (TASK M-63321-02). 3. SUPSHIP UTILIZE SWT 110-01,
UNDERWATER HULL INSPECTION AND REPAIR, FOR GUIDANCE IN DEVELOPING THIS
ITEM.
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Task/Abbreviation:  [-11011-2 A/ UW HULL (IN WTR) - INSP

Std Template: Sit Regs:
Lvl of Maint: Intermediate Freq: 12
Referenced Authority:

FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECI392
Priority:  Highly Desirable Qty: 1

Equip/Task: 1 Matl Cost:

Recommended Solution:

Rev Date:
Matl Forecast: NO

ManDays: 3

ACCOMPLISH A WATERBORNE UNDERWATER HULL INSPECTION - FROM BOOT TOP
(PORT/STARBOARD) TO SHIP'S CENTERLINE (KEEL) AND FROM STEM TO STERN.
REPORT CONDITIONS FOUND TO THE SHIP'S CSMP. NOTE: TO BE ACCOMPLISHED IN
CONJUNCTION WITH THE UNDERWATER INSPECTION OF THE IMPRESSED CURRENT
CATHODIC PROTECTION SYSTEM (TASK M-63321-01).
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Task/Abbreviation: Q-11011-3 /UW HULL (IN WTR) - CLN
Std Template: Sit Regs:
Lvl of Maint: Intermediate Freq: 12

Referenced Authority:
FLEET REQUIREMENTS

Reason:

BASELINE TBD

Problem Description:

MJC: EXECQO001
Priority:  Highly Desirable Qty: 1

Equip/Task: 1 Matl Cost:

Recommended Solution:

Rev Date:
Matl Forecast: NO

ManDays: 10

ACCOMPLISH A WATERBORNE UNDERWATER HULL CLEANING PER CONDITION
ASSESSMENT RECOMMENDATIONS. NOTE: UNDERWATER HULL CLEANING OF
ABLATIVE PAINT SYSTEMS REQUIRES NAVSEA APPROVAL.
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Task/Abbreviation: Q-11011-4 /UW HULL (DD) - RPR
Std Template: SitReqs: D/D
Lvl of Maint:  Depot Freq: 51

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Equip/Task:

MJC: EXECQO002 Rev Date:
Highly Desirable Qty: 1 Matl Forecast: NO
1 Matl Cost: 450 ManDays: 10

Recommended Solution:

ACCOMPLISH THE FOLLOWING AUTHORIZED REPAIRS TO THE UNDERWATER BODY
PER CONDITION ASSESSMENT RECOMMENDATIONS (AS APPLICABLE): A. CLAD
WELD __20 SQUARE FEET. B. VEE OUT AND REWELD 20 FEET OF
WASTED SEAMS. C. CROP AND INSERT __20 SQUARE FEET OF DISTORTED
AND/OR WASTED PLATE AND CASTING. D. REPAIR AND/OR REPLACE FAIRING
PIECES. E. PROVIDE _50___ MANDAYS AND 1,500 DOLLARS OF MATERIAL TO
ACOMPLISH ADDITIONAL REPAIRS NOT PREVIOUSLY IDENTIFIED. NOTE: SUPSHIP
UTILIZE SWI/SWT 110-01, UNDERWATER HULL INSPECTION AND REPAIR, FOR
GUIDANCE IN DEVELOPING THIS ITEM.
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Task/Abbreviation:  [-11011-5 A/ KORT NOZ - INSP MJC: EXECI003

Std Template: SitRegs: D/D Priority: Highly Desirable Qty: 2

Lvl of Maint: Depot Freq: 51 Equip/Task: 1 Matl Cost: 50

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description: Recommended Solution:

BASELINE TBD

Rev Date: 02/05/2004
Matl Forecast: NO

ManDays: 2

INSPECT AND AIR TEST THE KORT NOZZLE(S). MEASURE BLADE TIP CLEARANCE.

REPORT CONDITIONS FOUND TO THE SHIP'S CSMP. UPON COMPLETION OF
AUTHORIZED REPAIRS, PRESERVE INTERNAL SURFACES BY FILLING AND DRAINING
WITH CORROSION PREVENTIVE COMPOUND (NSTM-9880). DRAIN AND AIR TEST AT 5

PSIG.
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Task/Abbreviation: Q-11011-6 / KORT NOZ - RPR MJC: EXECQO003

Std Template: SitRegs: D/D Priority: Highly Desirable Qty: 2
Lvl of Maint: Depot Freq: 51 Equip/Task: 1 Matl Cost: 450

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description: Recommended Solution:

BASELINE TBD

Rev Date:
Matl Forecast: NO

ManDays: 10

ACCOMPLISH THE FOLLOWING AUTHORIZED REPAIRS TO THE KORT NOZZLE(S) PER

CONDITION ASSESSMENT RECOMMENDATIONS: A. CLAD WELD SQUARE

FEET. B. VEE OUT AND REWELD
AND INSERT
CASTING.

FEET OF WASTED SEAMS. C. CROP

SQUARE FEET OF DISTORTED AND/OR WASTED PLATE OR
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Task/Abbreviation: [-11011-8 /PROP STRUTS (DD) - NDT INSP

Std Template: Sit Reqs: D/D
Lvl of Maint:  Depot Freq: 51

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECI002
Priority: Highly Desirable Qty: 2

Equip/Task: 1 Matl Cost:

Recommended Solution:

Rev Date:
Matl Forecast: NO

ManDays: 25

ACCOMPLISH NONDESTRUCTIVE TESTING OF THE PROPELLER SHAFT STRUTS AT
SELECTED AREAS. PROVIDE _50___ NDT READINGS AS DESIGNATED. REPORT

CONDITIONS FOUND TO THE NSA.
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Task/Abbreviation: M-11011-9 /(M)BILGE KEEL/SKEG (DD) - INSP MJC: EXECM143 Rev Date:

Std Template: SitReqs: D/D Priority: Mandatory Qty: X Matl Forecast: NO

Lvl of Maint: Depot Freq: 51 Equip/Task: X Matl Cost: 250 ManDays: 15

Referenced Authority:

NSTM CH-997, PARA. 997-4.1

Reason: Problem Description: Recommended Solution:

BASELINE NSTM REQUIREMENT DUE VISUALLY INSPECT BILGE KEELS AND SKEGS AND AIR TEST PRIOR TO REFILL/DRAIN

WITH PRESERVATIVE. PRESERVE INTERNAL SURFACES BY FILLING AND DRAINING
WITH CORROSION COMPOUND (NSTM-9880). REPORT CONDITIONS FOUND TO THE

NSA.
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Task/Abbreviation: 1-11011-12 /UW HULL PRECLN - INSP (SPAM) MJC: EXECI178 Rev Date: 08/31/2003
Std Template: Sit Regs: Priority: Highly Desirable Qty: 1 Matl Forecast: NO
Lvl of Maint: Tech Support Unit Freq: 3 Equip/Task: 1 Matl Cost: ManDays: 3

Referenced Authority:
CHAPTER 17 UNDERWATER SHIP HUSBANDRY MANUAL S0600-AA-PRO-170

Reason:

BASELINE TBD

Problem Description:

Recommended Solution:

ACCOMPLISH WATERBORNE PRE-CLEANING INSPECTION OF THE UNDERWATER
HULL AND APPENDAGES, AS APPLICABLE, FROM BOOT TOP (PORT/ STARBOARD) TO
SHIP'S CENTERLINE AND FROM STEM TO STERN. REPORT CONDITIONS FOUND TO
THE SHIP'S CSMP. NOTE: ACCOMPLISH INSPECTION PRIOR TO SCHEDULED
CLEANING OF UNDERWATER HULL TO DETERMINE THE NEED TO CLEAN.
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Task/Abbreviation:  [-11011-13 / UW PAINT - MEAS (SPAM) MJC: EXECI353 Rev Date: 08/31/2003
Std Template: Sit Regs: Priority: Highly Desirable Qty: 1 Matl Forecast: NO
Lvl of Maint: Tech Support Unit Freq: 15 Equip/Task: 1 Matl Cost: ManDays: 3

Referenced Authority:
CHAPTER 17 UNDERWATER SHIP HUSBANDRY MANUAL S0600-AA-PRO-170

Reason:

BASELINE TBD

Problem Description:

Recommended Solution:

MEASURE DRY FILM THICKNESS OF UNDERWATER HULL PAINT SYSTEM
(WATERBORNE) PER ASTM D 1130 STANDARD PRACTICE FOR INSPECTION OF SHIPS
COATING AND CHAPTER 17 UNDERWATER SHIP'S HUSBANDRY MANUAL
S0600-AA-PRO-170 (LEVEL 2 ASSESSMENT). REPORT CONDITIONS FOUND TO THE
SHIP'S CSMP. NOTE: ACCOMPLISH INSPECTION ONE YEAR PRIOR TO SHIPS
DRYDOCK AVAILABILITY.
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Task/Abbreviation:  [-11011-14 A/ UW PAINT - TECH (SPAM) MJC: EXECI004 Rev Date: 08/31/2003
Std Template: Sit Regs: Priority: Highly Desirable Qty: 1 Matl Forecast: NO
Lvl of Maint: Tech Support Unit Freq: 15 Equip/Task: 1 Matl Cost: ManDays: 3

Referenced Authority:
ASTM D STANDARD FOR SHIP COATINGS.CHAPTER 17 HUSBANDRY MANUAL S0600-AA-PRO-170

Reason: Problem Description: Recommended Solution:

BASELINE TBD REQUEST ON SITE TECHNICAL REPRESENTATIVE TO ASSIST DIVERS DURING
MEASUREMENT OF DRY FILM THICKNESS. NOTE: 1. TASK IS SCREENED TO FTSC. 2.
TASK IS CONCURRENT WITH I-11011-13
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Task/Abbreviation: C-11011-15 /UW PAINT - EVAL (SPAM) MJC: EXECCO002 Rev Date: 04/17/1998

Std Template: Sit Regs: Priority: Highly Desirable Qty: 1 Matl Forecast: NO

Lvl of Maint: Tech Support Unit Freq: 15 Equip/Task: 1 Matl Cost: ManDays: 7

Referenced Authority:

ASTM D STANDARD FOR SHIP COATINGS.CHAPTER 17 HUSBANDRY MANUAL SO600-AA-PRO-170

Reason: Problem Description: Recommended Solution:

BASELINE TBD EVALUATE UNDERWATER HULL PAINT INSPECTION DATA AND DRY FILM THICKNESS

READING FOR MAINTENANCE RECOMMENDATIONS. REPORT CONDITIONS FOUND TO
THE SHIP'S CSMP. NOTE: 1. THIS TASK IS ACCOMPLISHED AFTER AN UNDERWATER
HULL DRY FILM THICKNESS INSPECTION (I-11011-13). 2. ACCOMPLISH PRIOR TO A
SCHEDULED DOCKING AVAILABILITY IN SUPPORT OF CONDITION BASED
MAINTENANCE. 3. TASK IS SCREENED TO FTSC.
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Task/Abbreviation: [-11011-16 / STERN TB/SKEG - INSP (SPAM) MJC: EXECI354 Rev Date: 07/13/2004
Std Template: Sit Regs: Priority: Highly Desirable Qty: 1 Matl Forecast: NO
Lvl of Maint: Tech Support Unit Freq: 51 Equip/Task: 1 Matl Cost: 225 ManDays: 18

Referenced Authority:
CHAPTER 17 UNDERWATER SHIP HUSBANDRY MANUAL S0600-AA-PRO-170

Reason: Problem Description:

BASELINE TBD

Recommended Solution:

ACCOMPLISH A WATERBORNE LEVEL 2 ASSESSMENT OF THE STERN TUBE / SKEG IN
ACCORDANCE WITH CHAPTER 17 UNDERWATER SHIP HUSBANDRY MANUAL
S0600-AA-PRO-170. REPORT CONDITIONS FOUND TO THE SHIP'S CSMP.
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Task/Abbreviation:  [-11011-17 /BILGE KEEL - INSP (SPAM) MJC: EXECI355 Rev Date: 08/31/2003
Std Template: Sit Regs: Priority: Highly Desirable Qty: 1 Matl Forecast: NO
Lvl of Maint: Tech Support Unit Freq: 51 Equip/Task: 1 Matl Cost: ManDays: 2

Referenced Authority:
CHAPTER 17 UNDERWATER SHIP HUSBANDRY MANUAL S0600-AA-PRO-170

Reason: Problem Description:

BASELINE TBD

Recommended Solution:

ACCOMPLISH A WATERBORNE LEVEL 2 ASSESSMENT OF THE BILGE KEEL IN
ACCORDANCE WITH CHAPTER 17 UNDERWATER SHIP HUSBANDRY MANUAL
S0600-AA-PRO-170. REPORT CONDITIONS FOUND TO THE SHIP'S CSMP.
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Task/Abbreviation:  1-11011-18 /UW HULL - INSP (SPAM) MJC: EXECI370 Rev Date: 08/31/2003
Std Template: Sit Regs: Priority: Highly Desirable Qty: 1 Matl Forecast: NO
Lvl of Maint: Tech Support Unit Freq: 51 Equip/Task: 1 Matl Cost: ManDays: 4

Referenced Authority:
CHAPTER 17 UNDERWATER SHIP HUSBANDRY MANUAL S0600-AA-PRO-170

Reason: Problem Description:

BASELINE TBD

Recommended Solution:

ACCOMPLISH WATERBORNE LEVEL 1 UNDERWATER HULL INSPECTION IN
ACCORDANCE WITH CHAPTER 17 UNDERWATER SHIP HUSBANDRY MANUAL
S0600-AA-PRO-170. REPORT CONDITIONS FOUND TO THE SHIP'S CSMP.
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Task/Abbreviation:  [-11011-19 / THIN HULL (DD) - INSP
Std Template: SitReqs: D/D
Lvl of Maint:  Depot Freq: 51

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECI391
Priority: Highly Desirable Qty: 1

Equip/Task: 1 Matl Cost:

Recommended Solution:

Rev Date: 01/13/1999
Matl Forecast: NO

ManDays: 15

ACCOMPLISH AN INTERIOR AND EXTERIOR VISUAL THIN HULL INSPECTION (
INCLUDING INTERIOR HULL SUPPORTING STRUCTURES ). INACCESSIBLE AREAS AND
SUSPECT AREAS SHOULD BE ULTRASONICALLY TEST INSPECTED. PROVIDE
NDT READINGS AS DESIGNATED. REPORT CONDITIONS FOUND TO THE NSA.
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Task/Abbreviation: Q-12311-1 B/FO STOR TK - GAS FREE
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECQH24
Priority:  Highly Desirable Qty: 14

Equip/Task: 1 Matl Cost: 200

Recommended Solution:

Rev Date:
Matl Forecast: NO

ManDays: 5

CLEAN AND GAS FREE THE FUEL OIL STORAGE TANK(S). NOTE: THIS REQUIREMENT
IS COVERED BY A NAVSEA STANDARD ITEM FOR PRIVATE SECTOR AVAILABILITIES.
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Task/Abbreviation:  1-12311-2 B/FO STOR TK - INSP
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Equip/Task:

MJC: EXECI393 Rev Date:
Highly Desirable Qty: 14 Matl Forecast: NO
1 Matl Cost: 200 ManDays: 2

Recommended Solution:

INSPECT THE FUEL OIL STORAGE TANK TO INCLUDE ALL INTERNAL TANK SURFACES,
ALL SUPPORTING STRUCTURES AND BRACING ATTACHED THERETO; ALL FITTINGS
AND PENETRATIONS, FROM TANK UP TO AND INCLUDING FIRST FLANGE FOR FILL,
TRANSFER, DRAIN, AND VENT; FITTINGS FOR LOCAL AND REMOTE LEVEL MONITORS
AND ACCESS MANHOLES AND ASSOCIATED HARDWARE. REPORT CONDITIONS
FOUND TO THE SHIP'S CSMP TO INCLUDE THE FOLLOWING, AS APPLICABLE: A.
COATING SYSTEM B. LADDERS AND ASSOCIATED HARDWARE C. PIPING
TRANSVERSING TANKS AND ATTACHED BRACKETS D. SOUNDING TUBES AND
ATTACHED BRACKETS E. TANK OVERFLOWS AND ATTACHED BRACKETS F. TANK
VENTS AND ATTACHED BRACKETS G. TERMINATING PIPING WITHIN TANK AND
ATTACHED BRACKETS. H. ANODES. NOTES: 1. ENSURE TANKS ARE GAS FREE
BEFORE ENTERING. 2. ACCOMPLISH, IN TANK, TLI SYSTEM HARDWARE INSPECTION
WHENEVER THE ASSOCIATED TLI SYSTEM INSPECT TASK 1-43721-1 IS NOT
ACCOMPLISHED CONCURRENTLY.
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Task/Abbreviation: Q-12311-3 A/FO STOR TK - RPR
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Equip/Task:

MJC: EXECQO005 Rev Date:
Highly Desirable Qty: 14 Matl Forecast: NO
1 Matl Cost: 900 ManDays: 20

Recommended Solution:

ACCOMPLISH THE FOLLOWING REPAIRS TO THE FUEL OIL STORAGE TANK. TO
INCLUDE: A. CLEAN AND PRESERVE THE FUEL OIL STORAGE TANK. REMOVE __ SQ
FT OF PEELING, CRACKED AND BLISTERED PAINT DOWN TO GOOD SOLID BARE
METAL. THE AREAS OF THE TANK WITH NO COATING SHOULD BE LEFT IN AN

UNPAINTED CONDITION. B. REPLACE FEET DETERIORATED SOUNDING
TUBES. C. REPLACE STRIKER PLATES. D. CLAD WELD SQUARE
FEET OF WASTED PLATE. E. VEE OUT AND REWELD LINEAR FEET OF

WASTED AND/OR CRACKED SEAMS AND BUTTS. F. CROP AND REPLACE

SQUARE FEET OF DETERIORATED AND/OR BUCKLED PLATE. G. REMOVE AND
REINSTALL TONS OF BALLAST. H. AIR TEST AFTER STRUCTURAL REPAIRS. I.
PROVIDE MANDAYS AND DOLLARS OF MATERIAL TO ACCOMPLISH
ADDITIONAL REPAIRS NOT PREVIOUSLY IDENTIFIED. NOTE: ACCOMPLISH, IN TANK,
TLI SYSTEM HARDWARE REPAIR WHENEVER THE ASSOCIATED TLI SYSTEM REPAIR
TASK Q-43721-14, 1S NOT ACCOMPLISHED CONCURRENTLY.
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Task/Abbreviation: Q-12311-4 A/ FO STOR TK - INERT
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECQO006
Priority:  Highly Desirable Qty: 14

Equip/Task: 1 Matl Cost:

Recommended Solution:

Rev Date:
Matl Forecast: NO

ManDays: 2

SEAL AND INERT THE FUEL OIL STORAGE TANK NOT OPENED FOR REPAIRS.
INERTION BLANKET TO BE MONITORED AND MAINTAINED DAILY DURING THE
AVAILABILITY. NOTIFY THE SUPERVISOR IMMEDIATELY OF ANY LOSS OF INERTION
BLANKET. INSTALL HARD BLANKS ON CARGO SUCTION AND DISCHARGE LINES IN

TANKS NOT SUBJECT TO INERTION.
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Task/Abbreviation: Q-12311-13 B/ FO SVCE TK - GAS FREE
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECQH21
Priority:  Highly Desirable Qty: 6

Equip/Task: 1 Matl Cost: 200

Recommended Solution:

Rev Date:
Matl Forecast: NO

ManDays: 5

CLEAN AND GAS FREE THE FUEL OIL SERVICE TANK. NOTE: THIS REQUIREMENT IS
COVERED BY A NAVSEA STANDARD ITEM FOR PRIVATE SECTOR AVAILABILITIES.
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Task/Abbreviation: 1-12311-14 B/ FO SVCE TK - INSP
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECI396 Rev Date: 12/23/1997
Highly Desirable Qty: 6 Matl Forecast: NO
Equip/Task: 1 Matl Cost: 200 ManDays: 2

Recommended Solution:

INSPECT THE FUEL OIL SERVICE TANK TO INCLUDE ALL INTERNAL TANK SURFACES,
ALL SUPPORTING STRUCTURES AND BRACING ATTACHED THERETO; ALL FITTINGS
AND PENETRATIONS, FROM TANK UP TO AND INCLUDING FIRST FLANGE FOR FILL,
TRANSFER, DRAIN, AND VENT; FITTINGS FOR LOCAL AND REMOTE LEVEL MONITORS
AND ACCESS MANHOLES AND ASSOCIATED HARDWARE. REPORT CONDITIONS
FOUND TO THE SHIP'S CSMP TO INCLUDE THE FOLLOWING, AS APPLICABLE: A.
COATING SYSTEM B. LADDERS AND ASSOCIATED HARDWARE C. PIPING
TRANSVERSING TANKS AND ATTACHED BRACKETS D. SOUNDING TUBES AND
ATTACHED BRACKETS E. TANK OVERFLOWS AND ATTACHED BRACKETS F. TANK
VENTS AND ATTACHED BRACKETS G. TERMINATING PIPING WITHIN TANK AND
ATTACHED BRACKETS. H. ANODES. NOTES: 1. ENSURE TANKS ARE GAS FREE
BEFORE ENTERING. 2. ACCOMPLISH, IN TANK, TLI SYSTEM HARDWARE INSPECTION
WHENEVER THE ASSOCIATED TLI SYSTEM INSPECT TASK 1-43721-1 IS NOT
ACCOMPLISHED CONCURRENTLY.
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Task/Abbreviation: Q-12311-15A/FO SVCE TK - RPR
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Equip/Task:

MJC: EXECQO012 Rev Date:
Highly Desirable Qty: 6 Matl Forecast: NO
1 Matl Cost: 900 ManDays: 20

Recommended Solution:

ACCOMPLISH THE FOLLOWING REPAIRS TO THE FUEL OIL SERVICE TANK. TO
INCLUDE: A. CLEAN AND PRESERVE THE FUEL OIL SERVICE TANK. REMOVE __SQ
FT OF PEELING, CRACKED AND BLISTERED PAINT DOWN TO GOOD SOLID BARE
METAL. THE AREAS OF THE TANK WITH NO COATING SHOULD BE LEFT IN AN

UNPAINTED CONDITION. B. REPLACE FEET DETERIORATED SOUNDING
TUBES. C. REPLACE STRIKER PLATES. D. CLAD WELD SQUARE
FEET OF WASTED PLATE. E. VEE OUT AND REWELD LINEAR FEET OF

WASTED AND/OR CRACKED SEAMS AND BUTTS. F. CROP AND REPLACE

SQUARE FEET OF DETERIORATED AND/OR BUCKLED PLATE. G. REMOVE AND
REINSTALL TONS OF BALLAST. H. AIR TEST AFTER STRUCTURAL REPAIRS. I.
PROVIDE MANDAYS AND DOLLARS OF MATERIAL TO ACCOMPLISH
ADDITIONAL REPAIRS NOT PREVIOUSLY IDENTIFIED. NOTE: ACCOMPLISH, IN TANK,
TLI SYSTEM HARDWARE REPAIR WHENEVER THE ASSOCIATED TLI SYSTEM REPAIR
TASK Q-43721-14, 1S NOT ACCOMPLISHED CONCURRENTLY.
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Task/Abbreviation: Q-12311-16 A/ FO SVCE TK - INERT

Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120
Referenced Authority:

FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECQO013
Priority:  Highly Desirable Qty: 6

Equip/Task: 1 Matl Cost:

Recommended Solution:

Rev Date:
Matl Forecast: NO

ManDays: 2

SEAL AND INERT THE FUEL OIL SERVICE TANK NOT OPENED FOR REPAIRS. INERTION
BLANKET TO BE MONITORED AND MAINTAINED DAILY DURING THE AVAILABILITY.
NOTIFY THE SUPERVISOR IMMEDIATELY OF ANY LOSS OF INERTION BLANKET.
INSTALL HARD BLANKS ON SUCTION AND DISCHARGE LINES IN TANKS NOT SUBJECT

TO INERTION.
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Task/Abbreviation: Q-12311-25 B/ FO OVFL TK - GAS FREE
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECQH18
Priority:  Highly Desirable Qty: 3

Equip/Task: 1 Matl Cost: 200

Recommended Solution:

Rev Date: 08/29/2003
Matl Forecast: NO

ManDays: 5

CLEAN AND GAS FREE THE FUEL OIL OVERFLOW/EXPANSION TANK. NOTE: THIS
REQUIREMENT IS COVERED BY A NAVSEA STANDARD ITEM FOR PRIVATE SECTOR

AVAILABILITIES.
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Task/Abbreviation:  1-12311-26 B/ FO OVFL TK - INSP
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Equip/Task:

MJC: EXECI399 Rev Date: 08/29/2003
Highly Desirable Qty: 3 Matl Forecast: NO
1 Matl Cost: 200 ManDays: 2

Recommended Solution:

INSPECT THE FUEL OIL OVERFLOW TANK TO INCLUDE ALL INTERNAL TANK
SURFACES, ALL SUPPORTING STRUCTURES AND BRACING ATTACHED THERETO; ALL
FITTINGS AND PENETRATIONS, FROM TANK UP TO AND INCLUDING FIRST FLANGE
FOR FILL, TRANSFER, DRAIN, AND VENT; FITTINGS FOR LOCAL AND REMOTE LEVEL
MONITORS AND ACCESS MANHOLES AND ASSOCIATED HARDWARE. REPORT
CONDITIONS FOUND TO THE SHIP'S CSMP TO INCLUDE THE FOLLOWING, AS
APPLICABLE: A. COATING SYSTEM B. LADDERS AND ASSOCIATED HARDWARE C.
PIPING TRANSVERSING TANKS AND ATTACHED BRACKETS D. SOUNDING TUBES AND
ATTACHED BRACKETS E. TANK OVERFLOWS AND ATTACHED BRACKETS F. TANK
VENTS AND ATTACHED BRACKETS G. TERMINATING PIPING WITHIN TANK AND
ATTACHED BRACKETS. H. ANODES. NOTES: 1. ENSURE TANKS ARE GAS FREE
BEFORE ENTERING. 2. ACCOMPLISH, IN TANK, TLI SYSTEM HARDWARE INSPECTION
WHENEVER THE ASSOCIATED TLI SYSTEM INSPECT TASK 1-43721-1 IS NOT
ACCOMPLISHED CONCURRENTLY.
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Task/Abbreviation: Q-12311-27 A/FO OVFL TK - RPR
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Equip/Task:

MJC: EXECQAO1 Rev Date: 08/29/2003
Highly Desirable Qty: 3 Matl Forecast: NO
1 Matl Cost: 300 ManDays: 20

Recommended Solution:

ACCOMPLISH THE FOLLOWING REPAIRS TO THE FUEL OIL OVERFLOW TANK. TO
INCLUDE: A. CLEAN AND PRESERVE THE FUEL OIL OVERFLOW TANK. REMOVE __
SQ FT OF PEELING, CRACKED AND BLISTERED PAINT DOWN TO GOOD SOLID BARE
METAL. THE AREAS OF THE TANK WITH NO COATING SHOULD BE LEFT IN AN

UNPAINTED CONDITION. B. REPLACE FEET DETERIORATED SOUNDING
TUBES. C. REPLACE STRIKER PLATES. D. CLAD WELD SQUARE
FEET OF WASTED PLATE. E. VEE OUT AND REWELD LINEAR FEET OF

WASTED AND/OR CRACKED SEAMS AND BUTTS. F. CROP AND REPLACE

SQUARE FEET OF DETERIORATED AND/OR BUCKLED PLATE. G. REMOVE AND
REINSTALL TONS OF BALLAST. H. AIR TEST AFTER STRUCTURAL REPAIRS. 1.
PROVIDE MANDAYS AND DOLLARS OF MATERIAL TO ACCOMPLISH
ADDITIONAL REPAIRS NOT PREVIOUSLY IDENTIFIED. NOTE: ACCOMPLISH, IN TANK,
TLI SYSTEM HARDWARE REPAIR WHENEVER THE ASSOCIATED TLI SYSTEM REPAIR
TASK Q-43721-14, 1S NOT ACCOMPLISHED CONCURRENTLY.
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Task/Abbreviation: Q-12311-28 A/ FO OVFL TK - INERT

Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120
Referenced Authority:

FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECQA02
Priority:  Highly Desirable Qty: 3

Equip/Task: 1 Matl Cost:

Recommended Solution:

Rev Date: 08/29/2003
Matl Forecast: NO

ManDays: 20

SEAL AND INERT THE FUEL OIL OVERFLOW TANK NOT OPENED FOR REPAIRS.
INERTION BLANKET TO BE MONITORED AND MAINTAINED DAILY DURING THE
AVAILABILITY. NOTIFY THE SUPERVISOR IMMEDIATELY OF ANY LOSS OF INERTION
BLANKET. INSTALL HARD BLANKS ON SUCTION AND DISCHARGE LINES IN TANKS

NOT SUBJECT TO INERTION.
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Task/Abbreviation:  J-12311-62 /FO OVFL TK - PSV MJC: EXECJ021 Rev Date: 08/29/2003
Std Template: Sit Regs: Priority: Highly Desirable Qty: 0 Matl Forecast:
Lvl of Maint: Depot Freq: 120 Equip/Task: 1 Matl Cost: 300 ManDays: 20

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description: Recommended Solution:

BASELINE TBD CLEAN AND PRESERVE THE FUEL OIL OVERFLOW TANK. REMOVE __ SQ FT OF
PEELING, CRACKED AND BLISTERED PAINT DOWN TO GOOD SOLID BARE METAL. THE
AREAS OF THE TANK WITH NO COATING SHOULD BE LEFT IN AN UNPAINTED
CONDITION.
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Task/Abbreviation:  J-12311-63 /FO OVFL TK (STRL) - RPR MJC: EXECJ022 Rev Date: 08/29/2003

Std Template: Sit Regs: Priority: Highly Desirable Qty: 0 Matl Forecast:

Lvl of Maint: Depot Freq: 120 Equip/Task: 1 Matl Cost: 300 ManDays: 20

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Recommended Solution:

STRUCTURALLY REPAIR THE FUEL OIL OVERFLOW TANK(S). CROP OUT AND
REPLACE LNFT BUCKLED T-BAR. CLEAN AREAS OF PITTING DOWN TO GOOD
SOLID BARE METAL. REPAIR ___ INCH HOLE IN THE TANK PLATING. UT INSPECT TO
DETERMINE THE MINIMUM PLATE THICKNESS. CLAD WELD IF NECESSARY CLAD
WELD __ SQ INCHES OF WASTED/PITTED PLATE. REMOVE AND REPLACE ___ SQFT
OF PLATING INCLUDING DECK, SHELL AND BULKHEADS. CROP OUT __ LINEAR FEET
OF DAMAGED SHELL LONGL NUMBER (SIZE T-BEAM) AND INSTALL NEW
USING LIKE MATERIAL. VEE OUT AND REWELD ___ LINEAR FEET OF WASTED
AND/OR CRACKED SEAMS AND BUTTS.
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Task/Abbreviation:  J-12311-64 /FO OVFL TK (STRL-MISC) - RPR MJC: EXECJ023 Rev Date: 08/29/2003

Std Template: Sit Regs: Priority: Highly Desirable Qty: 0 Matl Forecast:

Lvl of Maint: Depot Freq: 120 Equip/Task: 1 Matl Cost: 300 ManDays: 20

Referenced Authority:

FLEET REQUIREMENTS

Reason: Problem Description: Recommended Solution:

BASELINE TBD STRUCTURALLY REPAIR THE FUEL OIL OVERFLOW TANK MISCELLANEOUS

EQUIPMENT . A. REMOVE DETERIORATED LADDER AND REPLACE WITH A NEW
(CRES FOR BALLAST TANKS) LADDER AND ALL NEW MOUNTING BRACKETS. B.
PRESERVE THE SEATING SURFACES OF THE COVER AND MANHOLE RING. REPLACE
TANK COVER. NOTE: REPLACEMENT OF TANK COVER GASKETS AND FASTENERS
ARE COVERED IN SWT 992-31. C. REMOVE LOWER SECTION OF SOUNDING TUBE AT
THE TAKEDOWN JOINT, REMOVE STUCK SOUNDING BOB AND RE-ASSEMBLE
TAKEDOWN JOINT. REPAIR SOUNDING TUBE IN TANK. D. REPLACE __ FT OF
IMPRESSED CURRENT PIPING (CONDUIT). REPLACE WITH NEW ___ PIPE HANGERS
FOR ___ DIAMETER PIPE. E. REPLACE ALL TLI CABLE BUSHINGS IN TANK WITH
NITRILE JACKETED BUSHINGS (FUEL OIL, JP5 & DIESEL ONLY). REPLACE ___ TLI
CABLE HANGERS IN TANK. REPLACE ___ TLI CABLE HANGERS WITH CRES IN TANK.
(WATER & COMPENSATING TANKS). REPLACE ___ TLI CABLE CLIPS AND STUDS.
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Task/Abbreviation:  J-12311-68 /FO STOR TK - PSV MJC: EXECJ027 Rev Date:
Std Template: Sit Regs: Priority: Highly Desirable Qty: 0 Matl Forecast:
Lvl of Maint: Depot Freq: 120 Equip/Task: 1 Matl Cost: 900 ManDays: 20

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description: Recommended Solution:

BASELINE TBD CLEAN AND PRESERVE THE FUEL OIL STORAGE TANK. REMOVE __SQFT OF
PEELING, CRACKED AND BLISTERED PAINT DOWN TO GOOD SOLID BARE METAL. THE
AREAS OF THE TANK WITH NO COATING SHOULD BE LEFT IN AN UNPAINTED
CONDITION.
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Task/Abbreviation:  J-12311-69 /FO STOR TK (STRL) - RPR
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Equip/Task:

MJC: EXECJ028 Rev Date:
Highly Desirable Qty: 0 Matl Forecast:
1 Matl Cost: 900 ManDays: 20

Recommended Solution:

STRUCTURALLY REPAIR THE FUEL OIL STORAGE TANK(S). CROP OUT AND REPLACE

LNFT BUCKLED T-BAR. CLEAN AREAS OF PITTING DOWN TO GOOD SOLID BARE
METAL. REPAIR ___ INCH HOLE IN THE TANK PLATING. UT INSPECT TO DETERMINE
THE MINIMUM PLATE THICKNESS. CLAD WELD IF NECESSARY CLAD WELD __ SQ
INCHES OF WASTED/PITTED PLATE. REMOVE AND REPLACE ___ SQFT OF PLATING
INCLUDING DECK, SHELL AND BULKHEADS. CROP OUT __ LINEAR FEET OF
DAMAGED SHELL LONGL NUMBER (SIZE T-BEAM) AND INSTALL NEW USING
LIKE MATERIAL. VEE OUT AND REWELD ___ LINEAR FEET OF WASTED AND/OR
CRACKED SEAMS AND BUTTS.
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Task/Abbreviation:  J-12311-70 /FO STOR TK (STRL-MISC) - RPR

Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason:

BASELINE TBD

Problem Description:

MJC: EXECJ029
Priority:  Highly Desirable Qty: 0

Equip/Task: 1 Matl Cost: 900

Recommended Solution:

Rev Date:
Matl Forecast:

ManDays: 20

STRUCTURALLY REPAIR THE FUEL OIL STORAGE TANK MISCELLANEOUS EQUIPMENT
. A. REMOVE DETERIORATED LADDER AND REPLACE WITH A NEW (CRES FOR
BALLAST TANKS) LADDER AND ALL NEW MOUNTING BRACKETS. B. PRESERVE THE
SEATING SURFACES OF THE COVER AND MANHOLE RING. REPLACE TANK COVER.
NOTE: REPLACEMENT OF TANK COVER GASKETS AND FASTENERS ARE COVERED IN
SWT 992-31. C. REMOVE LOWER SECTION OF SOUNDING TUBE AT THE TAKEDOWN
JOINT, REMOVE STUCK SOUNDING BOB AND RE-ASSEMBLE TAKEDOWN JOINT.
REPAIR SOUNDING TUBE IN TANK. D. REPLACE __ FT OF IMPRESSED CURRENT
PIPING (CONDUIT). REPLACE WITH NEW ___ PIPE HANGERS FOR ___ DIAMETER
PIPE. E. REPLACE ALL TLI CABLE BUSHINGS IN TANK WITH NITRILE JACKETED
BUSHINGS (FUEL OIL, JP5 & DIESEL ONLY). REPLACE ___ TLI CABLE HANGERS IN

TANK. REPLACE

TLI CABLE HANGERS WITH CRES IN TANK. (WATER &

COMPENSATING TANKS). REPLACE ___ TLI CABLE CLIPS AND STUDS.
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Task/Abbreviation:  J-12311-71 /FO SVCE TK - PSV MJC: EXECJ030 Rev Date:
Std Template: Sit Regs: Priority: Highly Desirable Qty: 0 Matl Forecast:
Lvl of Maint: Depot Freq: 120 Equip/Task: 1 Matl Cost: 900 ManDays: 20

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description: Recommended Solution:

BASELINE TBD CLEAN AND PRESERVE THE FUEL OIL SERVICE TANK. REMOVE __ SQ FT OF
PEELING, CRACKED AND BLISTERED PAINT DOWN TO GOOD SOLID BARE METAL. THE
AREAS OF THE TANK WITH NO COATING SHOULD BE LEFT IN AN UNPAINTED
CONDITION.
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Task/Abbreviation:  J-12311-72 /FO SVCE TK (STRL) - RPR
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECJ031 Rev Date:
Highly Desirable Qty: 0 Matl Forecast:
Equip/Task: 1 Matl Cost: 900 ManDays: 20

Recommended Solution:

STRUCTURALLY REPAIR THE FUEL OIL SERVICE TANK(S). CROP OUT AND REPLACE

LNFT BUCKLED T-BAR. CLEAN AREAS OF PITTING DOWN TO GOOD SOLID BARE
METAL. REPAIR ___ INCH HOLE IN THE TANK PLATING. UT INSPECT TO DETERMINE
THE MINIMUM PLATE THICKNESS. CLAD WELD IF NECESSARY CLAD WELD __ SQ
INCHES OF WASTED/PITTED PLATE. REMOVE AND REPLACE ___ SQFT OF PLATING
INCLUDING DECK, SHELL AND BULKHEADS. CROP OUT __ LINEAR FEET OF
DAMAGED SHELL LONGL NUMBER (SIZE T-BEAM) AND INSTALL NEW USING
LIKE MATERIAL. VEE OUT AND REWELD ___ LINEAR FEET OF WASTED AND/OR
CRACKED SEAMS AND BUTTS.
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Task/Abbreviation:  J-12311-73 /FO SVCE TK (STRL-MISC) - RPR

Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECJ032 Rev Date:
Highly Desirable Qty: 0 Matl Forecast:
Equip/Task: 1 Matl Cost: 900 ManDays: 20

Recommended Solution:

STRUCTURALLY REPAIR THE FUEL OIL SERVICE TANK MISCELLANEOUS EQUIPMENT .
A. REMOVE DETERIORATED LADDER AND REPLACE WITH A NEW (CRES FOR
BALLAST TANKS) LADDER AND ALL NEW MOUNTING BRACKETS. B. PRESERVE THE
SEATING SURFACES OF THE COVER AND MANHOLE RING. REPLACE TANK COVER.
NOTE: REPLACEMENT OF TANK COVER GASKETS AND FASTENERS ARE COVERED IN
SWT 992-31. C. REMOVE LOWER SECTION OF SOUNDING TUBE AT THE TAKEDOWN
JOINT, REMOVE STUCK SOUNDING BOB AND RE-ASSEMBLE TAKEDOWN JOINT.
REPAIR SOUNDING TUBE IN TANK. D. REPLACE __ FT OF IMPRESSED CURRENT
PIPING (CONDUIT). REPLACE WITH NEW ___ PIPE HANGERS FOR ___ DIAMETER
PIPE. E. REPLACE ALL TLI CABLE BUSHINGS IN TANK WITH NITRILE JACKETED
BUSHINGS (FUEL OIL, JP5 & DIESEL ONLY). REPLACE ___ TLI CABLE HANGERS IN
TANK. REPLACE ___ TLI CABLE HANGERS WITH CRES IN TANK. (WATER &
COMPENSATING TANKS). REPLACE ___ TLI CABLE CLIPS AND STUDS.
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Task/Abbreviation: Q-12313-1 A/FDW TK - GAS FREE
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 51

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECMO018
Priority:  Highly Desirable Qty: 1

Equip/Task: 1 Matl Cost: 200

Recommended Solution:

Rev Date: 12/16/2003
Matl Forecast: NO

ManDays: 5

CLEAN AND GAS FREE THE FEEDWATER TANK. NOTE: THIS REQUIREMENT IS
COVERED BY A NAVSEA STANDARD ITEM FOR PRIVATE SECTOR AVAILABILITIES.
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Task/Abbreviation:  M-12313-2 A/ (M)FDW TK - INSP
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 51

Referenced Authority:
NSTM CH-090, PARA 090-1.4.3.2

Reason: Problem Description:
BASELINE NSTM REQUIREMENT DUE

MJC: EXECMO019 Rev Date: 02/04/2004
Mandatory Qty: 1 Matl Forecast: NO
Equip/Task: 1 Matl Cost: 200 ManDays: 2

Recommended Solution:

INSPECT THE FEEDWATER TANK TO INCLUDE ALL INTERNAL TANK SURFACES, ALL
SUPPORTING STRUCTURES AND BRACING ATTACHED THERETO; ALL FITTINGS AND
PENETRATIONS, FROM TANK UP TO AND INCLUDING FIRST FLANGE FOR FILL,
TRANSFER, DRAIN, AND VENT; FITTINGS FOR LOCAL AND REMOTE LEVEL MONITORS
AND ACCESS MANHOLES AND ASSOCIATED HARDWARE. REPORT CONDITIONS
FOUND TO THE SHIP'S CSMP TO INCLUDE THE FOLLOWING, AS APPLICABLE: A.
COATING SYSTEM B. LADDERS AND ASSOCIATED HARDWARE C. PIPING
TRANSVERSING TANKS AND ATTACHED BRACKETS D. SOUNDING TUBES AND
ATTACHED BRACKETS E. TANK OVERFLOWS AND ATTACHED BRACKETS F. TANK
VENTS AND ATTACHED BRACKETS G. TERMINATING PIPING WITHIN TANK AND
ATTACHED BRACKETS. H. ANODES. NOTES: 1. ENSURE TANKS ARE GAS FREE
BEFORE ENTERING. 2. ACCOMPLISH, IN TANK, TLI SYSTEM HARDWARE INSPECTION
WHENEVER THE ASSOCIATED TLI SYSTEM INSPECT TASK 1-43721-3 IS NOT
ACCOMPLISHED CONCURRENTLY.
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Task/Abbreviation:  Q-12313-3 A/ FDW TK - RPR MJC: EXECQO020 Rev Date:
Std Template: Sit Regs: Priority: Highly Desirable Qty: 1 Matl Forecast: NO
Lvl of Maint: Depot Freq: 51 Equip/Task: 1 Matl Cost: 1,125 ManDays: 20

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description: Recommended Solution:

BASELINE TBD ACCOMPLISH THE FOLLOWING REPAIRS TO THE FEEDWATER TANK. TO INCLUDE: A.
REPLACE FEET DETERIORATED SOUNDING TUBES. B. REPLACE
STRIKER PLATES. C. CLAD WELD SQUARE FEET OF WASTED PLATE. D.
VEE OUT AND REWELD LINEAR FEET OF WASTED AND/OR CRACKED SEAMS
AND BUTTS. E. CROP AND REPLACE SQUARE FEET OF DETERIORATED
AND/OR BUCKLED PLATE. F. REMOVE AND REINSTALL TONS OF BALLAST. G.
AIR TEST AFTER STRUCTURAL REPAIRS. H. PROVIDE MANDAYS AND
DOLLARS OF MATERIAL TO ACCOMPLISH ADDITIONAL REPAIRS NOT PREVIOUSLY
IDENTIFIED. NOTE: ACCOMPLISH, IN TANK, TLI SYSTEM HARDWARE REPAIR
WHENEVER THE ASSOCIATED TLI SYSTEM REPAIR TASK Q-43721-16 IS NOT
ACCOMPLISHED CONCURRENTLY.
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Task/Abbreviation:  J-12313-4 /FDW TK (ENTIRE)- PSV
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 51

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECJ048 Rev Date:

Priority: Highly Desirable Qty: 0 Matl Forecast:

Equip/Task: 1 Matl Cost: 1,125 ManDays: 20

Recommended Solution:

CLEAN AND PRESERVE FEEDWATER TANK ENTIRE TANK OF SURFACE RUST,
BLISTERING AND COATING FAILURE TO BARE METAL. PRIME AND PAINT.
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Task/Abbreviation:  J-12313-5 /FDW TK (PIPING)- PSV MJC: EXECJ049 Rev Date:

Std Template: Sit Regs: Priority: Highly Desirable Qty: 0 Matl Forecast:

Lvl of Maint: Depot Freq: 51 Equip/Task: 1 Matl Cost: 1,125 ManDays: 20

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Recommended Solution:

CLEAN AND PRESERVE THE PIPING OF THE FEEDWATER TANK. CLEAN AND
PRESERVE ___ LF OF ___ INCH OD PIPES. CLEAN AND PRESERVE THE PEELING AND
FLAKING FLANGES.
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Task/Abbreviation:  J-12313-6 /FDW TK (STRL) - RPR
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 51

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Equip/Task:

MJC: EXECJ050 Rev Date:
Highly Desirable Qty: 0 Matl Forecast:
1 Matl Cost: 1,125 ManDays: 20

Recommended Solution:

STRUCTURALLY REPAIR THE FEEDWATER TANK(S). CROP OUT AND REPLACE

LNFT BUCKLED T-BAR. CLEAN AREAS OF PITTING DOWN TO GOOD SOLID BARE
METAL. REPAIR ___ INCH HOLE IN THE TANK PLATING. UT INSPECT TO DETERMINE
THE MINIMUM PLATE THICKNESS. CLAD WELD IF NECESSARY CLAD WELD __ SQ
INCHES OF WASTED/PITTED PLATE. REMOVE AND REPLACE ___ SQFT OF PLATING
INCLUDING DECK, SHELL AND BULKHEADS. CROP OUT __ LINEAR FEET OF
DAMAGED SHELL LONGL NUMBER (SIZE T-BEAM) AND INSTALL NEW USING
LIKE MATERIAL. VEE OUT AND REWELD ___ LINEAR FEET OF WASTED AND/OR
CRACKED SEAMS AND BUTTS.
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Task/Abbreviation:  J-12313-7 /FDW TK STRL-MISC-RPR
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 51

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECJ051 Rev Date:
Highly Desirable Qty: 0 Matl Forecast:
Equip/Task: 1 Matl Cost: 1,125 ManDays: 20

Recommended Solution:

STRUCTURALLY REPAIR THE FEEDWATER TANK MISCELLANEOUS EQUIPMENT . A.
REMOVE DETERIORATED LADDER AND REPLACE WITH A NEW (CRES FOR
BALLAST TANKS) LADDER AND ALL NEW MOUNTING BRACKETS. B. PRESERVE THE
SEATING SURFACES OF THE COVER AND MANHOLE RING. REPLACE TANK COVER.
NOTE: REPLACEMENT OF TANK COVER GASKETS AND FASTENERS ARE COVERED IN
SWT 992-31. C. REMOVE LOWER SECTION OF SOUNDING TUBE AT THE TAKEDOWN
JOINT, REMOVE STUCK SOUNDING BOB AND RE-ASSEMBLE TAKEDOWN JOINT.
REPAIR SOUNDING TUBE IN TANK. D. REPLACE __ FT OF IMPRESSED CURRENT
PIPING (CONDUIT). REPLACE WITH NEW ___ PIPE HANGERS FOR ___ DIAMETER
PIPE. E. REPLACE ALL TLI CABLE BUSHINGS IN TANK WITH NITRILE JACKETED
BUSHINGS (FUEL OIL, JP5 & DIESEL ONLY). REPLACE ___ TLI CABLE HANGERS IN
TANK. REPLACE ___ TLI CABLE HANGERS WITH CRES IN TANK. (WATER &
COMPENSATING TANKS). REPLACE ___ TLI CABLE CLIPS AND STUDS.
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Task/Abbreviation:  J-12313-8 /FDW TK TOUCH UP -PSV MJC: EXECJ052 Rev Date:

Std Template: Sit Regs: Priority: Highly Desirable Qty: 0 Matl Forecast:

Lvl of Maint: Depot Freq: 51 Equip/Task: 1 Matl Cost: 1,125 ManDays: 20

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Recommended Solution:

CLEAN AND PRESERVE (TOUCH UP) FEEDWATER TANK. CLEAN AND PRESERVE ___
SQ FT OF SURFACE RUST, BLISTERING AND COATING FAILURE TO BARE METAL,
PRIME AND PAINT.
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Task/Abbreviation: Q-12314-1 A/ POTW TK - GAS FREE

Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 51
Referenced Authority:

FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECMO020
Priority:  Highly Desirable Qty: 4

Equip/Task: 1 Matl Cost: 200

Recommended Solution:

Rev Date: 12/16/2003
Matl Forecast: NO

ManDays: 5

CLEAN, GAS FREE AND CHLORINATE UPON CLOSING THE POTABLE WATER TANK.
NOTE: THIS REQUIREMENT IS COVERED BY A NAVSEA STANDARD ITEM FOR PRIVATE

SECTOR AVAILABILITIES.
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Task/Abbreviation: M-12314-2 A/ (M)POTW TK - INSP
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 51

Referenced Authority:
NSTM CH-090, PARA 090-1.4.3.2

Reason: Problem Description:
BASELINE NSTM REQUIREMENT DUE

MJC: EXECMO021 Rev Date: 12/18/2001
Mandatory Qty: 4 Matl Forecast: NO
Equip/Task: 1 Matl Cost: 200 ManDays: 2

Recommended Solution:

INSPECT THE POTABLE WATER TANK TO INCLUDE ALL INTERNAL TANK SURFACES,
ALL SUPPORTING STRUCTURES AND BRACING ATTACHED THERETO; ALL FITTINGS
AND PENETRATIONS, FROM TANK UP TO AND INCLUDING FIRST FLANGE FOR FILL,
TRANSFER, DRAIN, AND VENT; FITTINGS FOR LOCAL AND REMOTE LEVEL MONITORS
AND ACCESS MANHOLES AND ASSOCIATED HARDWARE. REPORT CONDITIONS
FOUND TO THE SHIP'S CSMP TO INCLUDE THE FOLLOWING, AS APPLICABLE: A.
COATING SYSTEM B. LADDERS AND ASSOCIATED HARDWARE C. PIPING
TRANSVERSING TANKS AND ATTACHED BRACKETS D. SOUNDING TUBES AND
ATTACHED BRACKETS E. TANK OVERFLOWS AND ATTACHED BRACKETS F. TANK
VENTS AND ATTACHED BRACKETS G. TERMINATING PIPING WITHIN TANK AND
ATTACHED BRACKETS. H. ANODES. NOTES: 1. ENSURE TANKS ARE GAS FREE
BEFORE ENTERING. 2. ACCOMPLISH, IN TANK, TLI SYSTEM HARDWARE INSPECTION
WHENEVER THE ASSOCIATED TLI SYSTEM INSPECT TASK 1-43721-4 IS NOT
ACCOMPLISHED CONCURRENTLY. 3. CHLORINATE UPON CLOSING TANK. 4. SUPSHIP
UTILIZE NAVSEA SI1 009-87, CHLORINATION PROCEDURES, FOR GUIDANCE.
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Task/Abbreviation: Q-12314-3 A/ POTW TK - RPR MJC: EXECQO021 Rev Date:

Std Template: Sit Regs: Highly Desirable Qty: 25 Matl Forecast: NO

Lvl of Maint: Depot Freq: 51 Equip/Task: 1 Matl Cost: 200 ManDays: 20

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Recommended Solution:

ACCOMPLISH THE FOLLOWING REPAIRS TO THE POTABLE WATER TANK. TO
INCLUDE: A. REPAIR SQUARE FEET OF COATING SYSTEM USING NAVSEA
STANDARD ITEM 009-32 FOR GUIDANCE. B. REPLACE FEET DETERIORATED
SOUNDING TUBES. C. REPLACE STRIKER PLATES. D. CLAD WELD

SQUARE FEET OF WASTED PLATE. E. VEE OUT AND REWELD LINEAR FEET
OF WASTED AND/OR CRACKED SEAMS AND BUTTS. F. CROP AND REPLACE
SQUARE FEET OF DETERIORATED AND/OR BUCKLED PLATE. G. CHLORINATE UPON
CLOSING THE POTABLE WATER TANK. H. AIR TEST AFTER STRUCTURAL REPAIRS. .
PROVIDE MANDAYS AND DOLLARS OF MATERIAL TO ACCOMPLISH
ADDITIONAL REPAIRS NOT PREVIOUSLY IDENTIFIED. NOTE: 1. ACCOMPLISH, IN
TANK, TLI SYSTEM HARDWARE REPAIR WHENEVER THE ASSOCIATED TLI SYSTEM
REPAIR TASK Q-43721-17 IS NOT ACCOMPLISHED CONCURRENTLY. 2. SUPSHIP
UTILIZE NAVSEA S1 009-87, CHLORINATION PROCEDURES, FOR GUIDANCE IN
DEVELOPING THIS ITEM.




Date: 30-Sep-0¢

ARS50 ICMP Planning Form

Page 49 of 1364

Task/Abbreviation:  J-12314-8 /POTW TK (ENTIRE) - PSV

Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 51
Referenced Authority:

FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECJ001
Priority:  Highly Desirable Qty: 0

Equip/Task: 1 Matl Cost: 200

Recommended Solution:

Rev Date:
Matl Forecast:

ManDays: 20

CLEAN AND PRESERVE ENTIRE POTABLE WATER TANK OF SURFACE RUST,
BLISTERING AND COATING FAILURE TO BARE METAL. PRIME AND PAINT.
CHLORINATE UPON CLOSING THE POTABLE WATER TANK. SUPSHIP UTILIZE NAVSEA
S1009-87, CHLORINATION PROCEDURES, FOR GUIDANCE IN DEVELOPING THIS ITEM.



Date: 30-Sep-0¢

ARS50 ICMP Planning Form

Page 50 of 1364

Task/Abbreviation:  J-12314-9 /POTW TK (PIPING) - PSV

Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 51
Referenced Authority:

FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECJ002
Priority:  Highly Desirable Qty: 0

Equip/Task: 1 Matl Cost: 200

Recommended Solution:

Rev Date:
Matl Forecast:

ManDays: 20

CLEAN AND PRESERVE THE PIPING OF THE POTABLE WATER TANK. CLEAN AND
PRESERVE ___ LF OF ___ INCH OD PIPES. CLEAN AND PRESERVE THE PEELING AND
FLAKING FLANGES. CHLORINATE UPON CLOSING THE POTABLE WATER TANK.
SUPSHIP UTILIZE NAVSEA SI1 009-87, CHLORINATION PROCEDURES, FOR GUIDANCE

IN DEVELOPING THIS ITEM.



Date: 30-Sep-0¢ ARS50 ICMP Planning Form

Page 51 of 1364

Task/Abbreviation:  J-12314-10 /POTW TK (STRL - MISC) - RPR MJC: EXECJ003 Rev Date:

Std Template: Sit Regs: Priority: Highly Desirable Qty: 0 Matl Forecast:

Lvl of Maint: Depot Freq: 51 Equip/Task: 1 Matl Cost: 200 ManDays: 20

Referenced Authority:

FLEET REQUIREMENTS

Reason: Problem Description: Recommended Solution:

BASELINE TBD STRUCTURALLY REPAIR THE POTABLE WATER TANK MISCELLANEOUS EQUIPMENT .

A. REMOVE DETERIORATED LADDER AND REPLACE WITH A NEW LADDER AND
ALL NEW MOUNTING BRACKETS. B. PRESERVE THE SEATING SURFACES OF THE
COVER AND MANHOLE RING. REPLACE TANK COVER. NOTE: REPLACEMENT OF TANK
COVER GASKETS AND FASTENERS ARE COVERED IN SWT 992-31. C. REMOVE
LOWER SECTION OF SOUNDING TUBE AT THE TAKEDOWN JOINT, REMOVE STUCK
SOUNDING BOB AND RE-ASSEMBLE TAKEDOWN JOINT. REPAIR SOUNDING TUBE IN
TANK. D. REPLACE __ FT OF IMPRESSED CURRENT PIPING (CONDUIT). REPLACE
WITH NEW ___ PIPE HANGERS FOR ___ DIAMETER PIPE. E. REPLACE ALL TLI CABLE
BUSHINGS IN TANK WITH NITRILE JACKETED BUSHINGS (FUEL OIL, JP5 & DIESEL
ONLY). REPLACE ___ TLI CABLE HANGERS IN TANK. REPLACE ___ TLI CABLE
HANGERS WITH CRES IN TANK. (WATER & COMPENSATING TANKS). REPLACE ____
TLI CABLE CLIPS AND STUDS. F. CHLORINATE UPON CLOSING THE POTABLE WATER
TANK. SUPSHIP UTILIZE NAVSEA SI 009-87, CHLORINATION PROCEDURES, FOR

GUIDANCE IN DEVELOPING THIS ITEM.



Date: 30-Sep-0¢

ARSS50 ICMP Planning Form Page 52 of 1364

Task/Abbreviation:  J-12314-11 /POTW TK (STRL) - RPR
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 51

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Equip/Task:

MJC: EXECJ004 Rev Date:
Highly Desirable Qty: 0 Matl Forecast:
1 Matl Cost: 200 ManDays: 20

Recommended Solution:
STRUCTURALLY REPAIR THE POTABLE WATER TANK. CROP OUT AND REPLACE

LNFT BUCKLED T-BAR. CLEAN AREAS OF PITTING DOWN TO GOOD SOLID BARE
METAL. REPAIR ___ INCH HOLE IN THE TANK PLATING. UT INSPECT TO DETERMINE
THE MINIMUM PLATE THICKNESS. CLAD WELD IF NECESSARY CLAD WELD __ SQ
INCHES OF WASTED/PITTED PLATE. REMOVE AND REPLACE ___ SQFT OF PLATING
INCLUDING DECK, SHELL AND BULKHEADS. CROP OUT __ LINEAR FEET OF
DAMAGED SHELL LONGL NUMBER (SIZE T-BEAM) AND INSTALL NEW USING
LIKE MATERIAL. VEE OUT AND REWELD ___ LINEAR FEET OF WASTED AND/OR
CRACKED SEAMS AND BUTTS. CHLORINATE UPON CLOSING THE POTABLE WATER
TANK. SUPSHIP UTILIZE NAVSEA SI 009-87, CHLORINATION PROCEDURES, FOR
GUIDANCE IN DEVELOPING THIS ITEM.



Date: 30-Sep-0: ARS50 ICMP Planning Form Page 53 of 1364
Task/Abbreviation:  J-12314-12 /POTW TK (TOUCH UP) - PSV MJC: EXECJ005 Rev Date:

Std Template: Sit Regs: Priority: Highly Desirable Qty: 0 Matl Forecast:

Lvl of Maint: Depot Freq: 51 Equip/Task: 1 Matl Cost: 200 ManDays: 20

Referenced Authority:

FLEET REQUIREMENTS

Reason: Problem Description: Recommended Solution:

BASELINE TBD CLEAN AND PRESERVE (TOUCH UP) POTABLE WATER TANK. CLEAN AND PRESERVE

__ SQFT OF SURFACE RUST, BLISTERING AND COATING FAILURE TO BARE METAL,
PRIME AND PAINT. CHLORINATE UPON CLOSING THE POTABLE WATER TANK.
SUPSHIP UTILIZE NAVSEA SI1 009-87, CHLORINATION PROCEDURES, FOR GUIDANCE

IN DEVELOPING THIS ITEM.



Date: 30-Sep-0¢

ARS50 ICMP Planning Form

Page 54 of 1364

Task/Abbreviation: Q-12315-1 B/LO SETLG TK - GAS FREE
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECQ022
Priority:  Highly Desirable Qty: 1

Equip/Task: 1 Matl Cost: 200

Recommended Solution:

Rev Date:
Matl Forecast: NO

ManDays: 5

CLEAN AND GAS FREE THE LUBE OIL SETTLING TANK. NOTE: THIS REQUIREMENT IS
COVERED BY A NAVSEA STANDARD ITEM FOR PRIVATE SECTOR AVAILABILITIES.



Date: 30-Sep-0¢

ARSS50 ICMP Planning Form Page 55 of 1364

Task/Abbreviation:  1-12315-2 B/LO SETLG TK - INSP
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Equip/Task:

MJC: EXECI023 Rev Date:
Highly Desirable Qty: 1 Matl Forecast: NO
1 Matl Cost: 200 ManDays: 2

Recommended Solution:

INSPECT THE LUBE OIL SETTLING TANK TO INCLUDE ALL INTERNAL TANK SURFACES,
ALL SUPPORTING STRUCTURES AND BRACING ATTACHED THERETO; ALL FITTINGS
AND PENETRATIONS, FROM TANK UP TO AND INCLUDING FIRST FLANGE FOR FILL,
TRANSFER, DRAIN, AND VENT; FITTINGS FOR LOCAL AND REMOTE LEVEL MONITORS
AND ACCESS MANHOLES AND ASSOCIATED HARDWARE. REPORT CONDITIONS
FOUND TO THE SHIP'S CSMP TO INCLUDE THE FOLLOWING, AS APPLICABLE: A.
COATING SYSTEM B. LADDERS AND ASSOCIATED HARDWARE C. PIPING
TRANSVERSING TANKS AND ATTACHED BRACKETS D. SOUNDING TUBES AND
ATTACHED BRACKETS E. TANK OVERFLOWS AND ATTACHED BRACKETS F. TANK
VENTS AND ATTACHED BRACKETS G. TERMINATING PIPING WITHIN TANK AND
ATTACHED BRACKETS. H. ANODES. NOTES: 1. ENSURE TANKS ARE GAS FREE
BEFORE ENTERING. 2. ACCOMPLISH, IN TANK, TLI SYSTEM HARDWARE INSPECTION
WHENEVER THE ASSOCIATED TLI SYSTEM INSPECT TASK 1-43721-8 IS NOT
ACCOMPLISHED CONCURRENTLY.



Date: 30-Sep-0¢

ARSS50 ICMP Planning Form Page 56 of 1364

Task/Abbreviation: Q-12315-3 A/LO SETLG TK - RPR
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECQO022 Rev Date:
Highly Desirable Qty: 1 Matl Forecast: NO
Equip/Task: 1 Matl Cost: ManDays: 20

Recommended Solution:

ACCOMPLISH THE FOLLOWING REPAIRS TO THE LUBE OIL SETTLING TANK. TO
INCLUDE: A. REPLACE FEET DETERIORATED SOUNDING TUBES B. REPLACE

STRIKER PLATES C. CLAD WELD SQUARE FEET OF WASTED PLATE
D. VEE OUT AND REWELD LINEAR FEET OF WASTED AND/OR CRACKED
SEAMS AND BUTTS. E. CROP AND REPLACE SQUARE FEET OF
DETERIORATED AND/OR BUCKLED PLATE TOGETHER WITH INTERNALS IN WAY OF F.
REMOVE AND REINSTALL TONS OF BALLAST. G. AIR TEST AFTER STRUCTURAL
REPAIRS. H. PROVIDE MANDAYS AND DOLLARS OF MATERIAL TO
ACCOMPLISH ADDITIONAL REPAIRS NOT PREVIOUSLY IDENTIFIED. NOTE:
ACCOMPLISH, IN TANK, TLI SYSTEM HARDWARE REPAIR WHENEVER THE
ASSOCIATED TLI SYSTEM REPAIR TASK Q-43721-21 IS NOT ACCOMPLISHED
CONCURRENTLY.




Date: 30-Sep-0¢

ARS50 ICMP Planning Form

Page 57 of 1364

Task/Abbreviation: Q-12315-4 A/LO SETLG TK - INERT
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECQO023
Priority:  Highly Desirable Qty: 1

Equip/Task: 1 Matl Cost:

Recommended Solution:

Rev Date:
Matl Forecast: NO

ManDays: 20

SEAL AND INERT THE LUBE OIL SETTLING TANK NOT OPENED FOR REPAIRS.
INERTION BLANKET TO BE MONITORED AND MAINTAINED DAILY DURING THE
AVAILABILITY. NOTIFY THE SUPERVISOR IMMEDIATELY OF ANY LOSS OF INERTION
BLANKET. INSTALL HARD BLANKS ON SUCTION AND DISCHARGE LINES IN TANKS

NOT SUBJECT TO INERTION.



Date: 30-Sep-0¢

ARS50 ICMP Planning Form

Page 58 of 1364

Task/Abbreviation: Q-12315-5B/LO STOR TK - GAS FREE
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECQO024
Priority:  Highly Desirable Qty: X

Equip/Task: 1 Matl Cost: 200

Recommended Solution:

Rev Date:
Matl Forecast: NO

ManDays: 5

CLEAN AND GAS FREE THE LUBE OIL STORAGE TANK. NOTE: THIS REQUIREMENT IS
COVERED BY A NAVSEA STANDARD ITEM FOR PRIVATE SECTOR AVAILABILITIES.



Date: 30-Sep-0¢

ARSS50 ICMP Planning Form Page 59 of 1364

Task/Abbreviation:  1-12315-6 B/LO STOR TK - INSP
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Equip/Task:

MJC: EXECI025 Rev Date:
Highly Desirable Qty: X Matl Forecast: NO
1 Matl Cost: 200 ManDays: 2

Recommended Solution:

INSPECT THE LUBE OIL STORAGE TANK TO INCLUDE ALL INTERNAL TANK SURFACES,
ALL SUPPORTING STRUCTURES AND BRACING ATTACHED THERETO; ALL FITTINGS
AND PENETRATIONS, FROM TANK UP TO AND INCLUDING FIRST FLANGE FOR FILL,
TRANSFER, DRAIN, AND VENT; FITTINGS FOR LOCAL AND REMOTE LEVEL MONITORS
AND ACCESS MANHOLES AND ASSOCIATED HARDWARE. REPORT CONDITIONS
FOUND TO THE SHIP'S CSMP TO INCLUDE THE FOLLOWING, AS APPLICABLE: A.
COATING SYSTEM B. LADDERS AND ASSOCIATED HARDWARE C. PIPING
TRANSVERSING TANKS AND ATTACHED BRACKETS D. SOUNDING TUBES AND
ATTACHED BRACKETS E. TANK OVERFLOWS AND ATTACHED BRACKETS F. TANK
VENTS AND ATTACHED BRACKETS G. TERMINATING PIPING WITHIN TANK AND
ATTACHED BRACKETS. H. ANODES. NOTES: 1. ENSURE TANKS ARE GAS FREE
BEFORE ENTERING. 2. ACCOMPLISH, IN TANK, TLI SYSTEM HARDWARE INSPECTION
WHENEVER THE ASSOCIATED TLI SYSTEM INSPECT TASK 1-43721-7 IS NOT
ACCOMPLISHED CONCURRENTLY.



Date: 30-Sep-0¢

ARSS50 ICMP Planning Form Page 60 of 1364

Task/Abbreviation: Q-12315-7 A/LO STOR TK - RPR
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Equip/Task:

MJC: EXECQ024 Rev Date:
Highly Desirable Qty: X Matl Forecast: NO
1 Matl Cost: 900 ManDays: 20

Recommended Solution:

ACCOMPLISH THE FOLLOWING REPAIRS TO THE LUBE OIL STORAGE TANK. TO
INCLUDE: A. REPLACE FEET DETERIORATED SOUNDING TUBES. B.
REPLACE STRIKER PLATES. C. CLAD WELD SQUARE FEET OF
WASTED PLATE. D. VEE OUT AND REWELD LINEAR FEET OF WASTED AND/OR
CRACKED SEAMS AND BUTTS. E. CROP AND REPLACE SQUARE FEET OF
DETERIORATED AND/OR BUCKLED PLATE. F. REMOVE AND REINSTALL TONS OF
BALLAST. G. AIR TEST AFTER STRUCTURAL REPAIRS. H. PROVIDE MANDAYS
AND DOLLARS OF MATERIAL TO ACCOMPLISH ADDITIONAL REPAIRS NOT
PREVIOUSLY IDENTIFIED. NOTE: ACCOMPLISH, IN TANK, TLI SYSTEM HARDWARE
REPAIR WHENEVER THE ASSOCIATED TLI SYSTEM REPAIR TASK Q-43721-25 IS NOT
ACCOMPLISHED CONCURRENTLY.




Date: 30-Sep-0¢

ARS50 ICMP Planning Form

Page 61 of 1364

Task/Abbreviation: Q-12315-8 A/LO STOR TK - INERT
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECQ793
Priority:  Highly Desirable Qty: X

Equip/Task: 1 Matl Cost:

Recommended Solution:

Rev Date:
Matl Forecast: NO

ManDays: 2

SEAL AND INERT THE LUBE OIL STORAGE TANK NOT OPENED FOR REPAIRS.
INERTION BLANKET TO BE MONITORED AND MAINTAINED DAILY DURING THE
AVAILABILITY. NOTIFY THE SUPERVISOR IMMEDIATELY OF ANY LOSS OF INERTION
BLANKET. INSTALL HARD BLANKS ON SUCTION AND DISCHARGE LINES IN TANKS

NOT SUBJECT TO INERTION.



Date: 30-Sep-0¢

ARS50 ICMP Planning Form

Page 62 of 1364

Task/Abbreviation: Q-12315-9 B/ USED LO TK - GAS FREE
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECQ163
Priority:  Highly Desirable Qty: 1

Equip/Task: 1 Matl Cost: 200

Recommended Solution:

Rev Date:
Matl Forecast: NO

ManDays: 5

CLEAN AND GAS FREE THE USED LUBE OIL TANK. NOTE: THIS REQUIREMENT IS
COVERED BY A NAVSEA STANDARD ITEM FOR PRIVATE SECTOR AVAILABILITIES.



Date: 30-Sep-0¢

ARSS50 ICMP Planning Form Page 63 of 1364

Task/Abbreviation:  1-12315-10 B/ USED LO TK - INSP
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Equip/Task:

MJC: EXECI164 Rev Date:
Highly Desirable Qty: 1 Matl Forecast: NO
1 Matl Cost: 200 ManDays: 2

Recommended Solution:

INSPECT THE USED LUBE OIL TANK TO INCLUDE ALL INTERNAL TANK SURFACES, ALL
SUPPORTING STRUCTURES AND BRACING ATTACHED THERETO; ALL FITTINGS AND
PENETRATIONS, FROM TANK UP TO AND INCLUDING FIRST FLANGE FOR FILL,
TRANSFER, DRAIN, AND VENT; FITTINGS FOR LOCAL AND REMOTE LEVEL MONITORS
AND ACCESS MANHOLES AND ASSOCIATED HARDWARE. REPORT CONDITIONS
FOUND TO THE SHIP'S CSMP TO INCLUDE THE FOLLOWING, AS APPLICABLE: A.
COATING SYSTEM B. LADDERS AND ASSOCIATED HARDWARE C. PIPING
TRANSVERSING TANKS AND ATTACHED BRACKETS D. SOUNDING TUBES AND
ATTACHED BRACKETS E. TANK OVERFLOWS AND ATTACHED BRACKETS F. TANK
VENTS AND ATTACHED BRACKETS G. TERMINATING PIPING WITHIN TANK AND
ATTACHED BRACKETS. H. ANODES. NOTES: 1. ENSURE TANKS ARE GAS FREE
BEFORE ENTERING. 2. ACCOMPLISH, IN TANK, TLI SYSTEM HARDWARE INSPECTION
WHENEVER THE ASSOCIATED TLI SYSTEM INSPECT IS NOT ACCOMPLISHED
CONCURRENTLY.



Date: 30-Sep-0¢

ARS50 ICMP Planning Form

Page 64 of 1364

Task/Abbreviation:  Q-12315-11 A/USED LO TK - RPR
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:
BASELINE TBD

MJC: EXECQAO07
Priority:  Highly Desirable Qty: 1

Equip/Task: 1 Matl Cost:

Recommended Solution:

Rev Date:
Matl Forecast: NO

ManDays: 20

ACCOMPLISH THE FOLLOWING REPAIRS TO THE USED LUBE OIL TANK. TO INCLUDE:

A. REPLACE
STRIKER PLATES. C. CLAD WELD
VEE OUT AND REWELD
AND BUTTS. E. CROP AND REPLACE

FEET DETERIORATED SOUNDING TUBES. B. REPLACE
SQUARE FEET OF WASTED PLATE. D.
LINEAR FEET OF WASTED AND/OR CRACKED SEAMS
SQUARE FEET OF DETERIORATED

AND/OR BUCKLED PLATE. F. REMOVE AND REINSTALL TONS OF BALLAST. G.
AIR TEST AFTER STRUCTURAL REPAIRS. H. PROVIDE MANDAYS AND
DOLLARS OF MATERIAL TO ACCOMPLISH ADDITIONAL REPAIRS NOT PREVIOUSLY
IDENTIFIED. NOTE: ACCOMPLISH, IN TANK, TLI SYSTEM HARDWARE REPAIR
WHENEVER THE ASSOCIATED TLI SYSTEM REPAIR IS NOT ACCOMPLISHED

CONCURRENTLY.



Date: 30-Sep-0¢

ARS50 ICMP Planning Form

Page 65 of 1364

Task/Abbreviation:  Q-12315-12 A/USED LO TK - INERT

Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120
Referenced Authority:

FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECQA08
Priority:  Highly Desirable Qty: 1

Equip/Task: 1 Matl Cost:

Recommended Solution:

Rev Date:
Matl Forecast: NO

ManDays: 20

SEAL AND INERT THE USED LUBE OIL TANK NOT OPENED FOR REPAIRS. INERTION
BLANKET TO BE MONITORED AND MAINTAINED DAILY DURING THE AVAILABILITY.
NOTIFY THE SUPERVISOR IMMEDIATELY OF ANY LOSS OF INERTION BLANKET.
INSTALL HARD BLANKS ON CARGO SUCTION AND DISCHARGE LINES IN TANKS NOT

SUBJECT TO INERTION.



Date: 30-Sep-0¢

ARSS50 ICMP Planning Form Page 66 of 1364

Task/Abbreviation:  J-12315-15 /LO SETLG TK (STRL) - RPR
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Equip/Task:

MJC: EXECJ053 Rev Date:
Highly Desirable Qty: 0 Matl Forecast:
1 Matl Cost: ManDays: 20

Recommended Solution:

STRUCTURALLY REPAIR THE LUBE OIL SETTLING TANK(S). CROP OUT AND REPLACE

LNFT BUCKLED T-BAR. CLEAN AREAS OF PITTING DOWN TO GOOD SOLID BARE
METAL. REPAIR ___ INCH HOLE IN THE TANK PLATING. UT INSPECT TO DETERMINE
THE MINIMUM PLATE THICKNESS. CLAD WELD IF NECESSARY CLAD WELD __ SQ
INCHES OF WASTED/PITTED PLATE. REMOVE AND REPLACE ___ SQFT OF PLATING
INCLUDING DECK, SHELL AND BULKHEADS. CROP OUT __ LINEAR FEET OF
DAMAGED SHELL LONGL NUMBER (SIZE T-BEAM) AND INSTALL NEW USING
LIKE MATERIAL. VEE OUT AND REWELD ___ LINEAR FEET OF WASTED AND/OR
CRACKED SEAMS AND BUTTS.



Date: 30-Sep-0¢

ARSS50 ICMP Planning Form Page 67 of 1364

Task/Abbreviation:  J-12315-16 /LO SETLG TK (STRL-MISC) - RPR

Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECJ054 Rev Date:
Highly Desirable Qty: 0 Matl Forecast:
Equip/Task: 1 Matl Cost: ManDays: 20

Recommended Solution:

STRUCTURALLY REPAIR THE LUBE OIL SETTLING TANK MISCELLANEOUS EQUIPMENT
. A. REMOVE DETERIORATED LADDER AND REPLACE WITH A NEW LADDER AND
ALL NEW MOUNTING BRACKETS. B. PRESERVE THE SEATING SURFACES OF THE
COVER AND MANHOLE RING. REPLACE TANK COVER. NOTE: REPLACEMENT OF TANK
COVER GASKETS AND FASTENERS ARE COVERED IN SWT 992-31. C. REMOVE
LOWER SECTION OF SOUNDING TUBE AT THE TAKEDOWN JOINT, REMOVE STUCK
SOUNDING BOB AND RE-ASSEMBLE TAKEDOWN JOINT. REPAIR SOUNDING TUBE IN
TANK. D. REPLACE __ FT OF IMPRESSED CURRENT PIPING (CONDUIT). REPLACE
WITH NEW ___ PIPE HANGERS FOR ___ DIAMETER PIPE. E. REPLACE ALL TLI CABLE
BUSHINGS IN TANK WITH NITRILE JACKETED BUSHINGS (FUEL OIL, JP5 & DIESEL
ONLY). REPLACE ___ TLI CABLE HANGERS IN TANK. REPLACE ___ TLI CABLE
HANGERS WITH CRES IN TANK. (WATER & COMPENSATING TANKS). REPLACE ___
TLI CABLE CLIPS AND STUDS.



Date: 30-Sep-0¢

ARSS50 ICMP Planning Form Page 68 of 1364

Task/Abbreviation:  J-12315-17 /LO STOR TK (STRL) - RPR
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Equip/Task:

MJC: EXECJ055 Rev Date:
Highly Desirable Qty: 0 Matl Forecast:
1 Matl Cost: 900 ManDays: 20

Recommended Solution:

STRUCTURALLY REPAIR THE LUBE OIL STORAGE TANK(S). CROP OUT AND REPLACE

LNFT BUCKLED T-BAR. CLEAN AREAS OF PITTING DOWN TO GOOD SOLID BARE
METAL. REPAIR ___ INCH HOLE IN THE TANK PLATING. UT INSPECT TO DETERMINE
THE MINIMUM PLATE THICKNESS. CLAD WELD IF NECESSARY CLAD WELD __ SQ
INCHES OF WASTED/PITTED PLATE. REMOVE AND REPLACE ___ SQFT OF PLATING
INCLUDING DECK, SHELL AND BULKHEADS. CROP OUT __ LINEAR FEET OF
DAMAGED SHELL LONGL NUMBER (SIZE T-BEAM) AND INSTALL NEW USING
LIKE MATERIAL. VEE OUT AND REWELD ___ LINEAR FEET OF WASTED AND/OR
CRACKED SEAMS AND BUTTS.



Date: 30-Sep-0¢

ARSS50 ICMP Planning Form Page 69 of 1364

Task/Abbreviation:  J-12315-18 /LO STOR TK (STRL-MISC) - RPR

Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECJ056 Rev Date:
Highly Desirable Qty: 0 Matl Forecast:
Equip/Task: 1 Matl Cost: 900 ManDays: 20

Recommended Solution:

STRUCTURALLY REPAIR THE LUBE OIL STORAGE TANK MISCELLANEOUS EQUIPMENT
. A. REMOVE DETERIORATED LADDER AND REPLACE WITH A NEW LADDER AND
ALL NEW MOUNTING BRACKETS. B. PRESERVE THE SEATING SURFACES OF THE
COVER AND MANHOLE RING. REPLACE TANK COVER. NOTE: REPLACEMENT OF TANK
COVER GASKETS AND FASTENERS ARE COVERED IN SWT 992-31. C. REMOVE
LOWER SECTION OF SOUNDING TUBE AT THE TAKEDOWN JOINT, REMOVE STUCK
SOUNDING BOB AND RE-ASSEMBLE TAKEDOWN JOINT. REPAIR SOUNDING TUBE IN
TANK. D. REPLACE __ FT OF IMPRESSED CURRENT PIPING (CONDUIT). REPLACE
WITH NEW ___ PIPE HANGERS FOR ___ DIAMETER PIPE. E. REPLACE ALL TLI CABLE
BUSHINGS IN TANK WITH NITRILE JACKETED BUSHINGS (FUEL OIL, JP5 & DIESEL
ONLY). REPLACE ___ TLI CABLE HANGERS IN TANK. REPLACE ___ TLI CABLE
HANGERS WITH CRES IN TANK. (WATER & COMPENSATING TANKS). REPLACE ___
TLI CABLE CLIPS AND STUDS.



Date: 30-Sep-0¢

ARSS50 ICMP Planning Form Page 70 of 1364

Task/Abbreviation:  J-12315-19 /USED LO TK (STRL) - RPR
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECJ057 Rev Date:
Highly Desirable Qty: 0 Matl Forecast:
Equip/Task: 1 Matl Cost: ManDays: 20

Recommended Solution:

STRUCTURALLY REPAIR THE USED LUBE OIL TANK(S). CROP OUT AND REPLACE

LNFT BUCKLED T-BAR. CLEAN AREAS OF PITTING DOWN TO GOOD SOLID BARE
METAL. REPAIR ___ INCH HOLE IN THE TANK PLATING. UT INSPECT TO DETERMINE
THE MINIMUM PLATE THICKNESS. CLAD WELD IF NECESSARY CLAD WELD __ SQ
INCHES OF WASTED/PITTED PLATE. REMOVE AND REPLACE ___ SQFT OF PLATING
INCLUDING DECK, SHELL AND BULKHEADS. CROP OUT __ LINEAR FEET OF
DAMAGED SHELL LONGL NUMBER (SIZE T-BEAM) AND INSTALL NEW USING
LIKE MATERIAL. VEE OUT AND REWELD ___ LINEAR FEET OF WASTED AND/OR
CRACKED SEAMS AND BUTTS.



Date: 30-Sep-0¢

ARSS50 ICMP Planning Form Page 71 of 1364

Task/Abbreviation:  J-12315-20 /USED LO TK (STRL-MISC) - RPR

Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECJ058 Rev Date:
Highly Desirable Qty: 0 Matl Forecast:
Equip/Task: 1 Matl Cost: ManDays: 20

Recommended Solution:

STRUCTURALLY REPAIR THE USED LUBE OIL TANK MISCELLANEOUS EQUIPMENT . A.
REMOVE DETERIORATED LADDER AND REPLACE WITH A NEW LADDER AND ALL
NEW MOUNTING BRACKETS. B. PRESERVE THE SEATING SURFACES OF THE COVER
AND MANHOLE RING. REPLACE TANK COVER. NOTE: REPLACEMENT OF TANK COVER
GASKETS AND FASTENERS ARE COVERED IN SWT 992-31. C. REMOVE LOWER
SECTION OF SOUNDING TUBE AT THE TAKEDOWN JOINT, REMOVE STUCK
SOUNDING BOB AND RE-ASSEMBLE TAKEDOWN JOINT. REPAIR SOUNDING TUBE IN
TANK. D. REPLACE __ FT OF IMPRESSED CURRENT PIPING (CONDUIT). REPLACE
WITH NEW ___ PIPE HANGERS FOR ___ DIAMETER PIPE. E. REPLACE ALL TLI CABLE
BUSHINGS IN TANK WITH NITRILE JACKETED BUSHINGS (FUEL OIL, JP5 & DIESEL
ONLY). REPLACE ___ TLI CABLE HANGERS IN TANK. REPLACE ___ TLI CABLE
HANGERS WITH CRES IN TANK. (WATER & COMPENSATING TANKS). REPLACE ___
TLI CABLE CLIPS AND STUDS.



Date: 30-Sep-0¢

ARS50 ICMP Planning Form

Page 72 of 1364

Task/Abbreviation: Q-12316-1 A/BLST TK - GAS FREE
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 51

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECMO027
Priority:  Highly Desirable Qty: 4

Equip/Task: 1 Matl Cost: 200

Recommended Solution:

Rev Date: 12/16/2003
Matl Forecast: NO

ManDays: 5

CLEAN AND GAS FREE THE BALLAST TANK. NOTE: THIS REQUIREMENT IS COVERED
BY A NAVSEA STANDARD ITEM FOR PRIVATE SECTOR AVAILABILITIES.



Date: 30-Sep-0¢

ARSS50 ICMP Planning Form Page 73 of 1364

Task/Abbreviation: M-12316-2 A/ (M)BLST TK - INSP
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 51

Referenced Authority:
NSTM CH-090, PARA 090-1.4.3.1

Reason: Problem Description:
BASELINE NSTM REQUIREMENT DUE

MJC: EXECMO028 Rev Date: 12/18/2001
Mandatory Qty: 4 Matl Forecast: NO
Equip/Task: 1 Matl Cost: 200 ManDays: 2

Recommended Solution:

INSPECT THE BALLAST TANK TO INCLUDE ALL INTERNAL TANK SURFACES, ALL
SUPPORTING STRUCTURES AND BRACING ATTACHED THERETO; ALL FITTINGS AND
PENETRATIONS, FROM TANK UP TO AND INCLUDING FIRST FLANGE FOR FILL,
TRANSFER, DRAIN, AND VENT; FITTINGS FOR LOCAL AND REMOTE LEVEL MONITORS
AND ACCESS MANHOLES AND ASSOCIATED HARDWARE. REPORT CONDITIONS
FOUND TO THE SHIP'S CSMP TO INCLUDE THE FOLLOWING, AS APPLICABLE: A.
COATING SYSTEM B. LADDERS AND ASSOCIATED HARDWARE C. PIPING
TRANSVERSING TANKS AND ATTACHED BRACKETS D. SOUNDING TUBES AND
ATTACHED BRACKETS E. TANK OVERFLOWS AND ATTACHED BRACKETS F. TANK
VENTS AND ATTACHED BRACKETS G. TERMINATING PIPING WITHIN TANK AND
ATTACHED BRACKETS. H. ANODES. NOTES: 1. ENSURE TANKS ARE GAS FREE
BEFORE ENTERING. 2. ACCOMPLISH, IN TANK, TLI SYSTEM HARDWARE INSPECTION
WHENEVER THE ASSOCIATED TLI SYSTEM INSPECT TASK 1-43721-5 IS NOT
ACCOMPLISHED CONCURRENTLY.



Date: 30-Sep-0¢

ARSS50 ICMP Planning Form Page 74 of 1364

Task/Abbreviation: Q-12316-3 A/BLST TK - RPR
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 51

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Equip/Task:

MJC: EXECQO025 Rev Date:
Highly Desirable Qty: 4 Matl Forecast: NO
1 Matl Cost: 900 ManDays: 20

Recommended Solution:

ACCOMPLISH THE FOLLOWING REPAIRS TO THE BALLAST TANK. A. REPAIR
SQUARE FEET OF COATING SYSTEM USING NAVSEA STANDARD ITEM 009-32 FOR
GUIDANCE. B. REPLACE FEET DETERIORATED SOUNDING TUBES. C.
REPLACE STRIKER PLATES. D. CLAD WELD SQUARE FEET OF
WASTED PLATE. E. VEE OUT AND REWELD LINEAR FEET OF WASTED AND/OR
CRACKED SEAMS AND BUTTS. F. CROP AND REPLACE SQUARE FEET OF
DETERIORATED AND/OR BUCKLED PLATE. G. REMOVE AND REINSTALL TONS
OF BALLAST. H. AIR TEST AFTER STRUCTURAL REPAIRS. |. PROVIDE MANDAYS
AND DOLLARS OF MATERIAL TO ACCOMPLISH ADDITIONAL REPAIRS NOT
PREVIOUSLY IDENTIFIED. NOTE: ACCOMPLISH, IN TANK, TLI SYSTEM HARDWARE
REPAIR WHENEVER THE ASSOCIATED TLI SYSTEM REPAIR TASK Q-43721-18 IS NOT
ACCOMPLISHED CONCURRENTLY.




Date: 30-Sep-0¢

ARS50 ICMP Planning Form

Page 75 of 1364

Task/Abbreviation:  J-12316-12 /BLST TK (ENTIRE)- PSV
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 51

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECJ059
Priority:  Highly Desirable Qty: 0

Equip/Task: 1 Matl Cost: 900

Recommended Solution:

CLEAN AND PRESERVE BALLAST TANK ENTIRE TANK OF SURFACE RUST, BLISTERING

Rev Date:

Matl Forecast:

ManDays:

20

AND COATING FAILURE TO BARE METAL. PRIME AND PAINT.



Date: 30-Sep-0¢

ARS50 ICMP Planning Form

Page 76 of 1364

Task/Abbreviation:  J-12316-13 /BLST TK (PIPING)- PSV

Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 51
Referenced Authority:

FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECJ060
Priority:  Highly Desirable Qty: 0

Equip/Task: 1 Matl Cost: 900

Recommended Solution:

Rev Date:
Matl Forecast:

ManDays: 20

CLEAN AND PRESERVE THE PIPING OF THE BALLAST TANK. CLEAN AND PRESERVE
LF OF ___ INCH OD PIPES. CLEAN AND PRESERVE THE PEELING AND FLAKING

FLANGES.



Date: 30-Sep-0¢

ARS50 ICMP Planning Form

Page 77 of 1364

Task/Abbreviation:  J-12316-14 /BLST TK (STRL) - RPR
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 51

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECJ061
Priority:  Highly Desirable Qty: 0

Equip/Task: 1 Matl Cost: 900

Recommended Solution:

Rev Date:
Matl Forecast:

ManDays: 20

STRUCTURALLY REPAIR THE BALLAST TANK(S). CROP OUT AND REPLACE LNFT
BUCKLED T-BAR. CLEAN AREAS OF PITTING DOWN TO GOOD SOLID BARE METAL.
REPAIR ___ INCH HOLE IN THE TANK PLATING. UT INSPECT TO DETERMINE THE
MINIMUM PLATE THICKNESS. CLAD WELD IF NECESSARY CLAD WELD __ SQ INCHES
OF WASTED/PITTED PLATE. REMOVE AND REPLACE ____ SQFT OF PLATING
INCLUDING DECK, SHELL AND BULKHEADS. CROP OUT __ LINEAR FEET OF

DAMAGED SHELL LONGL NUMBER

(SIZE T-BEAM) AND INSTALL NEW USING

LIKE MATERIAL. VEE OUT AND REWELD ___ LINEAR FEET OF WASTED AND/OR

CRACKED SEAMS AND BUTTS.



Date: 30-Sep-0¢

ARSS50 ICMP Planning Form Page 78 of 1364

Task/Abbreviation:  J-12316-15 /BLST TK STRL-MISC-RPR
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 51

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECJ062 Rev Date:
Highly Desirable Qty: 0 Matl Forecast:
Equip/Task: 1 Matl Cost: 900 ManDays: 20

Recommended Solution:

STRUCTURALLY REPAIR THE BALLAST TANK MISCELLANEOUS EQUIPMENT . A.
REMOVE DETERIORATED LADDER AND REPLACE WITH A NEW (CRES FOR
BALLAST TANKS) LADDER AND ALL NEW MOUNTING BRACKETS. B. PRESERVE THE
SEATING SURFACES OF THE COVER AND MANHOLE RING. REPLACE TANK COVER.
NOTE: REPLACEMENT OF TANK COVER GASKETS AND FASTENERS ARE COVERED IN
SWT 992-31. C. REMOVE LOWER SECTION OF SOUNDING TUBE AT THE TAKEDOWN
JOINT, REMOVE STUCK SOUNDING BOB AND RE-ASSEMBLE TAKEDOWN JOINT.
REPAIR SOUNDING TUBE IN TANK. D. REPLACE __ FT OF IMPRESSED CURRENT
PIPING (CONDUIT). REPLACE WITH NEW ___ PIPE HANGERS FOR ___ DIAMETER
PIPE. E. REPLACE ALL TLI CABLE BUSHINGS IN TANK WITH NITRILE JACKETED
BUSHINGS (FUEL OIL, JP5 & DIESEL ONLY). REPLACE ___ TLI CABLE HANGERS IN
TANK. REPLACE ___ TLI CABLE HANGERS WITH CRES IN TANK. (WATER &
COMPENSATING TANKS). REPLACE ___ TLI CABLE CLIPS AND STUDS.



Date: 30-Sep-0¢ ARS50 ICMP Planning Form Page 79 of 1364

Task/Abbreviation:  J-12316-16 /BLST TK TOUCH UP -PSV MJC: EXECJ063 Rev Date:
Std Template: Sit Regs: Priority: Highly Desirable Qty: 0 Matl Forecast:
Lvl of Maint: Depot Freq: 51 Equip/Task: 1 Matl Cost: 900 ManDays: 20

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description: Recommended Solution:

BASELINE TBD CLEAN AND PRESERVE (TOUCH UP) BALLAST TANK. CLEAN AND PRESERVE ___ SQ
FT OF SURFACE RUST, BLISTERING AND COATING FAILURE TO BARE METAL, PRIME
AND PAINT.



Date: 30-Sep-0¢ ARS50 ICMP Planning Form Page 80 of 1364

Task/Abbreviation: Q-12317-1 B/ CONTAM OIL TK - GAS FREE MJC: EXECQO029 Rev Date:
Std Template: Sit Regs: Priority: Highly Desirable Qty: 0 Matl Forecast: NO
Lvl of Maint: Depot Freq: 120 Equip/Task: 0 Matl Cost: ManDays: 0

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description: Recommended Solution:

BASELINE TBD CLEAN AND GAS FREE THE CONTAMINATED OIL TANK. NOTE: THIS REQUIREMENT IS
COVERED BY A NAVSEA STANDARD ITEM FOR PRIVATE SECTOR AVAILABILITIES.



Date: 30-Sep-0¢
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Task/Abbreviation:  [-12317-2 B/ CONTAM OIL TK - INSP
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Equip/Task:

MJC: EXECI030 Rev Date: 02/10/1998
Qty: 0 Matl Forecast: NO
0 Matl Cost: ManDays: 0

Recommended Solution:

INSPECT THE CONTAMINATED OIL TANK TO INCLUDE ALL INTERNAL TANK
SURFACES, ALL SUPPORTING STRUCTURES AND BRACING ATTACHED THERETO; ALL
FITTINGS AND PENETRATIONS, FROM TANK UP TO AND INCLUDING FIRST FLANGE
FOR FILL, TRANSFER, DRAIN, AND VENT; FITTINGS FOR LOCAL AND REMOTE LEVEL
MONITORS AND ACCESS MANHOLES AND ASSOCIATED HARDWARE. REPORT
CONDITIONS FOUND TO THE SHIP'S CSMP TO INCLUDE THE FOLLOWING, AS
APPLICABLE: A. COATING SYSTEM B. LADDERS AND ASSOCIATED HARDWARE C.
PIPING TRANSVERSING TANKS AND ATTACHED BRACKETS D. SOUNDING TUBES AND
ATTACHED BRACKETS E. TANK OVERFLOWS AND ATTACHED BRACKETS F. TANK
VENTS AND ATTACHED BRACKETS G. TERMINATING PIPING WITHIN TANK AND
ATTACHED BRACKETS. H. ANODES. NOTES: 1. ENSURE TANKS ARE GAS FREE
BEFORE ENTERING. 2. ACCOMPLISH, IN TANK, TLI SYSTEM HARDWARE INSPECTION
WHENEVER THE ASSOCIATED TLI SYSTEM INSPECT TASK 1-43721-6 IS NOT
ACCOMPLISHED CONCURRENTLY.



Date: 30-Sep-0¢

ARSS50 ICMP Planning Form Page 82 of 1364

Task/Abbreviation: Q-12317-3 A/ CONTAM OIL TK - RPR
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Equip/Task:

MJC: EXECQO026 Rev Date:
Highly Desirable Qty: 0 Matl Forecast: NO
0 Matl Cost: ManDays: 0

Recommended Solution:

ACCOMPLISH THE FOLLOWING REPAIRS TO THE CONTAMINATED OIL TANK. TO
INCLUDEA. REPLACE FEET DETERIORATED SOUNDING TUBES. B. REPLACE

STRIKER PLATES. C. CLAD WELD SQUARE FEET OF WASTED PLATE.
D. VEE OUT AND REWELD LINEAR FEET OF WASTED AND/OR CRACKED
SEAMS AND BUTTS. E. CROP AND REPLACE SQUARE FEET OF
DETERIORATED AND/OR BUCKLED PLATE. F. REMOVE AND REINSTALL TONS OF
BALLAST. G. AIR TEST AFTER STRUCTURAL REPAIRS. H. PROVIDE MANDAYS
AND DOLLARS OF MATERIAL TO ACCOMPLISH ADDITIONAL REPAIRS NOT
PREVIOUSLY IDENTIFIED. NOTE: ACCOMPLISH, IN TANK, TLI SYSTEM HARDWARE
REPAIR WHENEVER THE ASSOCIATED TLI SYSTEM REPAIR TASK Q-43721-19 IS NOT
ACCOMPLISHED CONCURRENTLY.




Date: 30-Sep-0¢

ARS50 ICMP Planning Form

Page 83 of 1364

Task/Abbreviation: Q-12317-4 A/ CONTAM OIL TK - INERT
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECQA09
Priority:  Highly Desirable Qty: 0

Equip/Task: 0 Matl Cost:

Recommended Solution:

Rev Date:
Matl Forecast: NO

ManDays: 0

SEAL AND INERT THE CONTAMINATED OIL TANK NOT OPENED FOR REPAIRS.
INERTION BLANKET TO BE MONITORED AND MAINTAINED DAILY DURING THE
AVAILABILITY. NOTIFY THE SUPERVISOR IMMEDIATELY OF ANY LOSS OF INERTION
BLANKET. INSTALL HARD BLANKS ON CARGO SUCTION AND DISCHARGE LINES IN

TANKS NOT SUBJECT TO INERTION.



Date: 30-Sep-0¢ ARS50 ICMP Planning Form Page 84 of 1364

Task/Abbreviation: Q-12317-5 B/ OW HOLDING TK-GAS FREE MJC: EXECQ165 Rev Date: 05/07/2003
Std Template: Sit Regs: Priority: Highly Desirable Qty: 2 Matl Forecast: NO
Lvl of Maint: Depot Freq: 120 Equip/Task: 1 Matl Cost: 250 ManDays: 7

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description: Recommended Solution:

BASELINE TBD CLEAN AND GAS FREE THE OILY WASTE HOLDING TANK. NOTE: THIS REQUIREMENT
IS COVERED BY A NAVSEA STANDARD ITEM FOR PRIVATE SECTOR AVAILABILITIES.



Date: 30-Sep-0¢
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Task/Abbreviation: 1-12317-6 B/ OW HOLDING TK - INSP
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Equip/Task:

MJC: EXECI166 Rev Date: 05/07/2003
Highly Desirable Qty: 2 Matl Forecast: NO
1 Matl Cost: 200 ManDays: 2

Recommended Solution:

INSPECT THE OILY WASTE HOLDING TANK TO INCLUDE ALL INTERNAL TANK
SURFACES, ALL SUPPORTING STRUCTURES AND BRACING ATTACHED THERETO; ALL
FITTINGS AND PENETRATIONS, FROM TANK UP TO AND INCLUDING FIRST FLANGE
FOR FILL, TRANSFER, DRAIN, AND VENT; FITTINGS FOR LOCAL AND REMOTE LEVEL
MONITORS AND ACCESS MANHOLES AND ASSOCIATED HARDWARE. REPORT
CONDITIONS FOUND TO THE SHIP'S CSMP TO INCLUDE THE FOLLOWING, AS
APPLICABLE: A. COATING SYSTEM B. LADDERS AND ASSOCIATED HARDWARE C.
PIPING TRANSVERSING TANKS AND ATTACHED BRACKETS D. SOUNDING TUBES AND
ATTACHED BRACKETS E. TANK OVERFLOWS AND ATTACHED BRACKETS F. TANK
VENTS AND ATTACHED BRACKETS G. TERMINATING PIPING WITHIN TANK AND
ATTACHED BRACKETS. H. ANODES. NOTES: 1. ENSURE TANKS ARE GAS FREE
BEFORE ENTERING. 2. ACCOMPLISH, IN TANK, TLI SYSTEM HARDWARE INSPECTION
WHENEVER THE ASSOCIATED TLI SYSTEM INSPECT IS NOT ACCOMPLISHED
CONCURRENTLY.



Date: 30-Sep-0¢

ARSS50 ICMP Planning Form Page 86 of 1364

Task/Abbreviation: Q-12317-7 A/ OW HOLDING TK - RPR
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

Equip/Task:

MJC: EXECQA10 Rev Date: 05/07/2003
Highly Desirable Qty: 2 Matl Forecast: NO
1 Matl Cost: 1,125 ManDays: 20

Recommended Solution:

ACCOMPLISH THE FOLLOWING REPAIRS TO THE OILY WASTE HOLDING TANK. TO
INCLUDE: A. REPLACE FEET DETERIORATED SOUNDING TUBES. B. REPLACE

STRIKER PLATES. C. CLAD WELD SQUARE FEET OF WASTED PLATE.
D. VEE OUT AND REWELD LINEAR FEET OF WASTED AND/OR CRACKED
SEAMS AND BUTTS. E. CROP AND REPLACE SQUARE FEET OF
DETERIORATED AND/OR BUCKLED PLATE. F. REMOVE AND REINSTALL TONS OF
BALLAST. G. AIR TEST AFTER STRUCTURAL REPAIRS. H. PROVIDE MANDAYS
AND DOLLARS OF MATERIAL TO ACCOMPLISH ADDITIONAL REPAIRS NOT
PREVIOUSLY IDENTIFIED. NOTE: ACCOMPLISH, IN TANK, TLI SYSTEM HARDWARE
REPAIR WHENEVER THE ASSOCIATED TLI SYSTEM REPAIR IS NOT ACCOMPLISHED
CONCURRENTLY.




Date: 30-Sep-0¢

ARS50 ICMP Planning Form

Page 87 of 1364

Task/Abbreviation: Q-12317-8 A/ OW HOLDING TK - INERT
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECQA11
Priority:  Highly Desirable Qty: 2

Equip/Task: 1 Matl Cost:

Recommended Solution:

Rev Date: 05/07/2003
Matl Forecast: NO

ManDays: 2

SEAL AND INERT THE OILY WASTE HOLDING TANK NOT OPENED FOR REPAIRS.
INERTION BLANKET TO BE MONITORED AND MAINTAINED DAILY DURING THE
AVAILABILITY. NOTIFY THE SUPERVISOR IMMEDIATELY OF ANY LOSS OF INERTION
BLANKET. INSTALL HARD BLANKS ON SUCTION AND DISCHARGE LINES IN TANKS

NOT SUBJECT TO INERTION.



Date: 30-Sep-0¢

ARS50 ICMP Planning Form

Page 88 of 1364

Task/Abbreviation: Q-12317-9 B/ OILY WTR TK - GAS FREE
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECQ167
Priority:  Highly Desirable Qty: 1

Equip/Task: 1 Matl Cost: 250

Recommended Solution:

Rev Date:
Matl Forecast: NO

ManDays: 7

CLEAN AND GAS FREE THE OILY WATER DRAIN COLLECTING TANK. NOTE: THIS
REQUIREMENT IS COVERED BY A NAVSEA STANDARD ITEM FOR PRIVATE SECTOR

AVAILABILITIES.



Date: 30-Sep-0¢

ARSS50 ICMP Planning Form Page 89 of 1364

Task/Abbreviation:  [-12317-10 B/ OILY WTR TK - INSP
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECI168 Rev Date:
Highly Desirable Qty: 1 Matl Forecast: NO
Equip/Task: 1 Matl Cost: 200 ManDays: 2

Recommended Solution:

INSPECT THE OILY WATER DRAIN COLLECTING TANK TO INCLUDE ALL INTERNAL
TANK SURFACES, ALL SUPPORTING STRUCTURES AND BRACING ATTACHED
THERETO; ALL FITTINGS AND PENETRATIONS, FROM TANK UP TO AND INCLUDING
FIRST FLANGE FOR FILL, TRANSFER, DRAIN, AND VENT; FITTINGS FOR LOCAL AND
REMOTE LEVEL MONITORS AND ACCESS MANHOLES AND ASSOCIATED HARDWARE.
REPORT CONDITIONS FOUND TO THE SHIP'S CSMP TO INCLUDE THE FOLLOWING, AS
APPLICABLE: A. COATING SYSTEM B. LADDERS AND ASSOCIATED HARDWARE C.
PIPING TRANSVERSING TANKS AND ATTACHED BRACKETS D. SOUNDING TUBES AND
ATTACHED BRACKETS E. TANK OVERFLOWS AND ATTACHED BRACKETS F. TANK
VENTS AND ATTACHED BRACKETS G. TERMINATING PIPING WITHIN TANK AND
ATTACHED BRACKETS. H. ANODES. NOTES: 1. ENSURE TANKS ARE GAS FREE
BEFORE ENTERING. 2. ACCOMPLISH, IN TANK, TLI SYSTEM HARDWARE INSPECTION
WHENEVER THE ASSOCIATED TLI SYSTEM INSPECT IS NOT ACCOMPLISHED
CONCURRENTLY.



Date: 30-Sep-0¢

ARS50 ICMP Planning Form

Page 90 of 1364

Task/Abbreviation: Q-12317-11 A/ OILY WTR TK - RPR
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECQA12
Priority:  Highly Desirable Qty: 1

Equip/Task: 1 Matl Cost:

Recommended Solution:

Rev Date:
Matl Forecast: NO

ManDays: 20

ACCOMPLISH THE FOLLOWING REPAIRS TO THE OILY WATER DRAIN COLLECTING

TANK. TO INCLUDE: A. REPLACE

REPLACE STRIKER PLATES. C. CLAD WELD

FEET DETERIORATED SOUNDING TUBES. B.

SQUARE FEET OF

WASTED PLATE. D. VEE OUT AND REWELD LINEAR FEET OF WASTED AND/OR

CRACKED SEAMS AND BUTTS. E. CROP AND REPLACE

SQUARE FEET OF

DETERIORATED AND/OR BUCKLED PLATE. F. REMOVE AND REINSTALL TONS OF

BALLAST. G. AIR TEST AFTER STRUCTURAL REPAIRS. H. PROVIDE

MANDAYS

AND DOLLARS OF MATERIAL TO ACCOMPLISH ADDITIONAL REPAIRS NOT
PREVIOUSLY IDENTIFIED. NOTE: ACCOMPLISH, IN TANK, TLI SYSTEM HARDWARE
REPAIR WHENEVER THE ASSOCIATED TLI SYSTEM REPAIR IS NOT ACCOMPLISHED

CONCURRENTLY.



Date: 30-Sep-0¢

ARS50 ICMP Planning Form

Page 91 of 1364

Task/Abbreviation:  Q-12317-12 A/ OILY WTR TK - INERT

Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120
Referenced Authority:

FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECQA13
Priority:  Highly Desirable Qty: 1

Equip/Task: 1 Matl Cost:

Recommended Solution:

Rev Date:
Matl Forecast: NO

ManDays: 20

SEAL AND INERT THE OILY WATER DRAIN COLLECTING TANK NOT OPENED FOR
REPAIRS. INERTION BLANKET TO BE MONITORED AND MAINTAINED DAILY DURING
THE AVAILABILITY. NOTIFY THE SUPERVISOR IMMEDIATELY OF ANY LOSS OF
INERTION BLANKET. INSTALL HARD BLANKS ON SUCTION AND DISCHARGE LINES IN

TANKS NOT SUBJECT TO INERTION.



Date: 30-Sep-0¢ ARS50 ICMP Planning Form Page 92 of 1364

Task/Abbreviation: Q-12317-13 B/ WSTE OIL TK - GAS FREE MJC: EXECQ174 Rev Date: 07/12/2004
Std Template: Sit Regs: Priority: Highly Desirable Qty: 3 Matl Forecast: NO
Lvl of Maint: Depot Freq: 120 Equip/Task: 1 Matl Cost: 250 ManDays: 7

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description: Recommended Solution:

BASELINE TBD CLEAN AND GAS FREE THE WASTE OIL TANK. NOTE: THIS REQUIREMENT IS
COVERED BY A NAVSEA STANDARD ITEM FOR PRIVATE SECTOR AVAILABILITIES.



Date: 30-Sep-0¢

ARSS50 ICMP Planning Form Page 93 of 1364

Task/Abbreviation:  [-12317-14 B/ WSTE OIL TK - INSP
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECI175 Rev Date: 07/12/2004
Highly Desirable Qty: 3 Matl Forecast: NO
Equip/Task: 1 Matl Cost: 200 ManDays: 2

Recommended Solution:

INSPECT THE WASTE OIL TANK TO INCLUDE ALL INTERNAL TANK SURFACES, ALL
SUPPORTING STRUCTURES AND BRACING ATTACHED THERETO; ALL FITTINGS AND
PENETRATIONS, FROM TANK UP TO AND INCLUDING FIRST FLANGE FOR FILL,
TRANSFER, DRAIN, AND VENT; FITTINGS FOR LOCAL AND REMOTE LEVEL MONITORS
AND ACCESS MANHOLES AND ASSOCIATED HARDWARE. REPORT CONDITIONS
FOUND TO THE SHIP'S CSMP TO INCLUDE THE FOLLOWING, AS APPLICABLE: A.
COATING SYSTEM B. LADDERS AND ASSOCIATED HARDWARE C. PIPING
TRANSVERSING TANKS AND ATTACHED BRACKETS D. SOUNDING TUBES AND
ATTACHED BRACKETS E. TANK OVERFLOWS AND ATTACHED BRACKETS F. TANK
VENTS AND ATTACHED BRACKETS G. TERMINATING PIPING WITHIN TANK AND
ATTACHED BRACKETS. H. ANODES. NOTES: 1. ENSURE TANKS ARE GAS FREE
BEFORE ENTERING. 2. ACCOMPLISH, IN TANK, TLI SYSTEM HARDWARE INSPECTION
WHENEVER THE ASSOCIATED TLI SYSTEM INSPECT IS NOT ACCOMPLISHED
CONCURRENTLY.



Date: 30-Sep-0¢ ARS50 ICMP Planning Form Page 94 of 1364
Task/Abbreviation: Q-12317-15 A/ WSTE OIL TK - RPR MJC: EXECQE32 Rev Date: 07/12/2004

Std Template: Sit Regs: Highly Desirable Qty: 3 Matl Forecast:  NO

Lvl of Maint: Depot Freq: 120 Equip/Task: 1 Matl Cost: 900 ManDays: 20

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:
BASELINE TBD

Recommended Solution:

ACCOMPLISH THE FOLLOWING REPAIRS TO THE WASTE OIL TANK. TO INCLUDE: A.
REPLACE FEET DETERIORATED SOUNDING TUBES. B. REPLACE

STRIKER PLATES. C. CLAD WELD SQUARE FEET OF WASTED PLATE. D.
VEE OUT AND REWELD LINEAR FEET OF WASTED AND/OR CRACKED SEAMS
AND BUTTS. E. CROP AND REPLACE SQUARE FEET OF DETERIORATED
AND/OR BUCKLED PLATE. F. REMOVE AND REINSTALL TONS OF BALLAST. G.
AIR TEST AFTER STRUCTURAL REPAIRS. H. PROVIDE MANDAYS AND
DOLLARS OF MATERIAL TO ACCOMPLISH ADDITIONAL REPAIRS NOT PREVIOUSLY
IDENTIFIED. NOTE: ACCOMPLISH, IN TANK, TLI SYSTEM HARDWARE REPAIR
WHENEVER THE ASSOCIATED TLI SYSTEM REPAIR IS NOT ACCOMPLISHED
CONCURRENTLY.
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ARS50 ICMP Planning Form

Page 95 of 1364

Task/Abbreviation: Q-12317-16 A/ WSTE OIL TK - INERT

Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120
Referenced Authority:

FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECQE33
Priority:  Highly Desirable Qty: 3

Equip/Task: 1 Matl Cost:

Recommended Solution:

Rev Date: 07/12/2004
Matl Forecast: NO

ManDays: 2

SEAL AND INERT THE WASTE OIL TANK NOT OPENED FOR REPAIRS. INERTION
BLANKET TO BE MONITORED AND MAINTAINED DAILY DURING THE AVAILABILITY.
NOTIFY THE SUPERVISOR IMMEDIATELY OF ANY LOSS OF INERTION BLANKET.
INSTALL HARD BLANKS ON SUCTION AND DISCHARGE LINES IN TANKS NOT SUBJECT

TO INERTION.
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Task/Abbreviation:  J-12317-19 / CONTAM OIL TK (ENTIRE)- PSV MJC: EXECJ064 Rev Date:
Std Template: Sit Regs: Priority: Highly Desirable Qty: 0 Matl Forecast:
Lvl of Maint: Depot Freq: 120 Equip/Task: 0 Matl Cost: ManDays: 0

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description: Recommended Solution:

BASELINE TBD CLEAN AND PRESERVE CONTAMINATED OIL TANK ENTIRE TANK OF SURFACE RUST,
BLISTERING AND COATING FAILURE TO BARE METAL. PRIME AND PAINT.



Date: 30-Sep-0¢ ARS50 ICMP Planning Form

Page 97 of 1364

Task/Abbreviation:  J-12317-20 / CONTAM OIL TK (PIPING)- PSV MJC: EXECJ065 Rev Date:

Std Template: Sit Regs: Priority: Highly Desirable Qty: 0 Matl Forecast:

Lvl of Maint: Depot Freq: 120 Equip/Task: 0 Matl Cost: ManDays: 0

Referenced Authority:

FLEET REQUIREMENTS

Reason: Problem Description: Recommended Solution:

BASELINE TBD CLEAN AND PRESERVE THE PIPING OF THE CONTAMINATED OIL TANK. CLEAN AND

PRESERVE ___ LF OF ___ INCH OD PIPES. CLEAN AND PRESERVE THE PEELING AND

FLAKING FLANGES.
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Task/Abbreviation:  J-12317-21 / CONTAM OIL TK (STRL) - RPR MJC: EXECJ066 Rev Date:

Std Template: Sit Regs: Priority: Highly Desirable Qty: 0 Matl Forecast:

Lvl of Maint: Depot Freq: 120 Equip/Task: 0 Matl Cost: ManDays: 0

Referenced Authority:

FLEET REQUIREMENTS

Reason: Problem Description: Recommended Solution:

BASELINE TBD STRUCTURALLY REPAIR THE CONTAMINATED OIL TANK(S). CROP OUT AND REPLACE

LNFT BUCKLED T-BAR. CLEAN AREAS OF PITTING DOWN TO GOOD SOLID BARE
METAL. REPAIR ___ INCH HOLE IN THE TANK PLATING. UT INSPECT TO DETERMINE
THE MINIMUM PLATE THICKNESS. CLAD WELD IF NECESSARY CLAD WELD __ SQ
INCHES OF WASTED/PITTED PLATE. REMOVE AND REPLACE ___ SQFT OF PLATING
INCLUDING DECK, SHELL AND BULKHEADS. CROP OUT __ LINEAR FEET OF

DAMAGED SHELL LONGL NUMBER

(SIZE T-BEAM) AND INSTALL NEW USING

LIKE MATERIAL. VEE OUT AND REWELD ___ LINEAR FEET OF WASTED AND/OR

CRACKED SEAMS AND BUTTS.



Date: 30-Sep-0¢ ARS50 ICMP Planning Form

Page 99 of 1364

Task/Abbreviation:  J-12317-22 / CONTAM OIL TK STRL-MISC-RPR MJC: EXECJ067 Rev Date:

Std Template: Sit Regs: Priority: Highly Desirable Qty: 0 Matl Forecast:

Lvl of Maint: Depot Freq: 120 Equip/Task: 0 Matl Cost: ManDays: 0

Referenced Authority:

FLEET REQUIREMENTS

Reason: Problem Description: Recommended Solution:

BASELINE TBD STRUCTURALLY REPAIR THE CONTAMINATED OIL TANK MISCELLANEOUS

EQUIPMENT . A. REMOVE DETERIORATED LADDER AND REPLACE WITH A NEW
(CRES FOR BALLAST TANKS) LADDER AND ALL NEW MOUNTING BRACKETS. B.
PRESERVE THE SEATING SURFACES OF THE COVER AND MANHOLE RING. REPLACE
TANK COVER. NOTE: REPLACEMENT OF TANK COVER GASKETS AND FASTENERS
ARE COVERED IN SWT 992-31. C. REMOVE LOWER SECTION OF SOUNDING TUBE AT
THE TAKEDOWN JOINT, REMOVE STUCK SOUNDING BOB AND RE-ASSEMBLE
TAKEDOWN JOINT. REPAIR SOUNDING TUBE IN TANK. D. REPLACE __ FT OF
IMPRESSED CURRENT PIPING (CONDUIT). REPLACE WITH NEW ___ PIPE HANGERS
FOR ___ DIAMETER PIPE. E. REPLACE ALL TLI CABLE BUSHINGS IN TANK WITH
NITRILE JACKETED BUSHINGS (FUEL OIL, JP5 & DIESEL ONLY). REPLACE ___ TLI
CABLE HANGERS IN TANK. REPLACE ___ TLI CABLE HANGERS WITH CRES IN TANK.
(WATER & COMPENSATING TANKS). REPLACE ___ TLI CABLE CLIPS AND STUDS.



Date: 30-Sep-0¢

ARS50 ICMP Planning Form

Page 100 of 1364

Task/Abbreviation:  J-12317-23 / CONTAM OIL TK TOUCH UP -PSV

Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECJ068
Priority:  Highly Desirable Qty: 0

Equip/Task: 0 Matl Cost:

Recommended Solution:

Rev Date:
Matl Forecast:

ManDays: 0

CLEAN AND PRESERVE (TOUCH UP) CONTAMINATED OIL TANK. CLEAN AND
PRESERVE ___ SQ FT OF SURFACE RUST, BLISTERING AND COATING FAILURE TO

BARE METAL, PRIME AND PAINT.
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Task/Abbreviation:  J-12317-24 /OILY WTR TK (ENTIRE)- PSV MJC: EXECJ069 Rev Date:

Std Template: Sit Regs: Priority: Highly Desirable Qty: 0 Matl Forecast:

Lvl of Maint: Depot Freq: 120 Equip/Task: 1 Matl Cost: ManDays: 20

Referenced Authority:

FLEET REQUIREMENTS

Reason: Problem Description: Recommended Solution:

BASELINE TBD CLEAN AND PRESERVE OILY WATER DRAIN COLLECTING TANK ENTIRE TANK OF

SURFACE RUST, BLISTERING AND COATING FAILURE TO BARE METAL. PRIME AND

PAINT.
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Task/Abbreviation:  J-12317-25 /OILY WTR TK (PIPING)- PSV MJC: EXECJ070 Rev Date:
Std Template: Sit Regs: Priority: Highly Desirable Qty: 0 Matl Forecast:
Lvl of Maint: Depot Freq: 120 Equip/Task: 1 Matl Cost: ManDays: 20

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description: Recommended Solution:

BASELINE TBD CLEAN AND PRESERVE THE PIPING OF THE OILY WATER DRAIN COLLECTING TANK.
CLEAN AND PRESERVE ___ LF OF ___ INCH OD PIPES. CLEAN AND PRESERVE THE
PEELING AND FLAKING FLANGES.



Date: 30-Sep-0¢

ARSS50 ICMP Planning Form Page 103 of 1364

Task/Abbreviation:  J-12317-26 /OILY WTR TK (STRL) - RPR
Std Template: Sit Regs:
Lvl of Maint:  Depot Freq: 120

Referenced Authority:
FLEET REQUIREMENTS

Reason: Problem Description:

BASELINE TBD

MJC: EXECJ071 Rev Date:
Highly Desirable Qty: 0 Matl Forecast:
Equip/Task: 1 Matl Cost: ManDays: 20

Recommended Solution:

STRUCTURALLY REPAIR THE OILY WATER DRAIN COLLECTING TANK(S). CROP OUT
AND REPLACE LNFT BUCKLED T-BAR. CLEAN AREAS OF PITTING DOWN TO
GOOD SOLID BARE METAL. REPAIR ___ INCH HOLE IN THE TANK PLATING. UT
INSPECT TO DETERMINE THE MINIMUM PLATE THICKNESS. CLAD WELD IF
NECESSARY CLAD WELD __ SQ INCHES OF WASTED/PITTED PLATE. REMOVE AND
REPLACE ___ SQFT OF PLATING INCLUDING DECK, SHELL AND BULKHEADS. CROP
OUT __ LINEAR FEET OF DAMAGED SHELL LONGL NUMBER (SIZE T-BEAM)
AND INSTALL NEW USING LIKE MATERIAL. VEE OUT AND REWELD ___ LINEAR FEET
OF WASTED AND/OR CRACKED SEAMS AND BUTTS.



Date: 30-Sep-0¢ ARS50 ICMP Planning Form

Page 104 of 1364

Task/Abbreviation:  J-12317-27 /OILY WTR TK STRL-MISC-RPR MJC: EXECJ072 Rev Date:

Std Template: Sit Regs: Priority: Highly Desirable Qty: 0 Matl Forecast:

Lvl of Maint: Depot Freq: 120 Equip/Task: 1 Matl Cost: ManDays: 20

Referenced Authority:

FLEET REQUIREMENTS

Reason: Problem Description: Recommended Solution:

BASELINE TBD STRUCTURALLY REPAIR THE OILY WATER DRAIN COLLECTING TANK
MISCELLANEOUS EQUIPMENT . A. REMOVE DETERIORATED LADDER AND REPLACE
WITH A NEW (CRES FOR BALLAST TANKS) LADDER AND ALL NEW MOUNTING

BRACKETS. B. PRESERVE THE SEATING SURFACES OF THE COVER AND MANHOLE
RING. REPLACE TANK COVER. NOTE: REPLACEMENT OF TANK COVER GASKETS AND
FASTENERS ARE COVERED IN SWT 992-31. C. REMOVE LOWER SECTION OF
SOUNDING TUBE AT THE TAKEDOWN JOINT, REMOVE STUCK SOUNDING BOB AND
RE-ASSEMBLE TAKEDOWN JOINT. REPAIR SOUNDING TUBE IN TANK. D. REPLACE __
FT OF IMPRESSED CURRENT PIPING (CONDUIT). REPLACE WITH NEW ____ PIPE
HANGERS FOR ____ DIAMETER PIPE. E. REPLACE ALL TLI CABLE BUSHINGS IN TANK
WITH NITRILE JACKETED BUSHINGS (FUEL OIL, JP5 & DIESEL ONLY). REPLACE ____
TLI CABLE HANGERS IN TANK. REPLACE ___ TLI CABLE HANGERS WITH CRES IN
TANK. (WATER & COMPENSATING TANKS). REPLACE ___ TLI CABLE CLIPS AND

STUDS.
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